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HOW TO USE THIS LAMP

100-240Vac 50/60Hz

There are three touch-sensitive control buttons on the front side of the product: 
A. Color Temperature Control: select among 2700K-5000K-4000K. Color may be adjusted when
    the light is on. The product will remember the last settings when it was turned off. 
B. Bi-level Dimming: Select among High-Low-OFF. 
C. Fan Speed Control: Select among Fast-Slow-OFF. 

HOW TO USE THIS LAMP

CAUTIONS & WARNINGS

The back of the product has one power input hole and two USB charging ports.

- Power input: DC24V1A

- USB output: DC5V1A

- The surface of the product should not be covered by other items.

- Do not insert other metal objects into the USB ports. 

- Turn off and unplug the power before cleaning. 

- Use only a soft cloth or cotton swab to gently wipe the surface. 

- DO NOT use alcohol, oil or other chemicals to clean the product. 

- When the product is operating, do not insert your fingers into the
   gap between the base and the lampshade. 

NOTE: IF YOU EXPERIENCE A PROBLEM, PLEASE CONTACT 
US IMMEDIATELY. DO NOT ATTEMPT TO OPEN THE HOUSING 
YOURSELF, DOING SO MAY VOID YOUR WARRANTY AND 
CAUSE DAMAGE TO THE LAMP OR PERSONAL INJURY. 

For technical support, please call us at: 1-425-430-4555 
E-mail: support@aleddra.com 
Or visit our website at: www.aleddra.com
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The LED light must be ON for the air sanitization to work. 

* This product is not intended to be used as a medical device.

Note: BOTH the light and the fan need to be 
turned on at the same time to achieve the 
antiviral effect. The brighter the light and the 
faster the fan, the better the antiviral effect.

UV-Free
Air-Sanitizing  
Desktop Lamp

MAINTENANCE
Lamp Housing: 
- Use a soft and dry cloth to clean the surface of the lamp. 

Lampshade Air Filter: 
- Please replace the filter every 3- 6 months depends on the usage.
- The instruction of how to replace the lampshade filter is located on the top of the lid. 
- For more information about purchasing new filters, please visit www.aleddra.com. 


