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2” Gimbal Recessed 
LED Downlight

SHOP NOW

Features
• Off-board driver minimizes installation height and maximizes fixture life 

through improved heat management
• 120V input to driver
• Dimmable to less than 5% with compatible TRIAC dimmers
• Operating temperature rating of 0°F to 120°F (-18°C to 49°C)
• Lifetime rated for greater than 54,000 hours
• LM-79, LM-80 testing performed in accordance with IESNA standards
• Available in White, Black, Oil-Rubbed Bronze, and Nickel

https://marvellighting.com/product/2-gimbal-recessed-led-downlight-by-nicor/
https://marvellighting.com/product/2-gimbal-recessed-led-downlight-by-nicor/
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DQD – 2” Recessed 
LED Downlight

Features
• Off-board driver minimizes installation height and maximizes
• fixture life through improved heat management
• 120V input to driver
• Dimmable to less than 5% with compatible TRIAC dimmers
• Operating temperature rating of 0°F to 120°F (-18°C to 49°C)
• Lifetime rated for greater than 60,000 hours
• LM-79, LM-80 testing performed in accordance with IESNA standards
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SHOP NOW

https://marvellighting.com/product/2-recessed-led-downlight-by-nicor-lighting/
https://marvellighting.com/product/2-recessed-led-downlight-by-nicor-lighting/
https://marvellighting.com/product/2-recessed-led-downlight-by-nicor-lighting/
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This wall sconce features a contemporary brushed nickel finish with a 10” white alabaster 
swirled glass. This striking combination of metal and glass adds elegance to any room.

Features
• Input Voltage: 120 VAC
• Watts: 13.8W
• CRI: 80+
• Color Temp: 3000K, 4000K
• Housing Color: Nickel Finish, Alabaster Glass
Product # 30035-LED
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Contemporary 10” Indoor 
LED Wall Sconce

SHOP NOW

https://marvellighting.com/product/10-indoor-led-wall-sconce-by-nicor-lighting/
https://marvellighting.com/product/10-indoor-led-wall-sconce-by-nicor-lighting/
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EOT – LED Emergency 
Outdoor Tear Drop

• Input voltage of 120/277VAC
• Maintenance-free NiCad battery provides 90-minute emergency operation
• LED indicator light & test button with self-diagnostics standard
• Photocell standard with wall switch control
• Operating Temperature:
– EM: 32°F to 122°F (0°C to +50°C)
– Non-EM and EM Cold Weather: -13°F to +122°F (-25°C to +50°C)
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SHOP NOW

https://marvellighting.com/product/eot-led-emergency-outdoor-tear-drop-by-nicor-lighting/
https://marvellighting.com/product/eot-led-emergency-outdoor-tear-drop-by-nicor-lighting/
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• Wide range input voltage of 120 – 347 VAC
• Full-range dimming via 0-10VDC controls
• TM-21 Reported L70(9k) life >56,000 hours
• LM-79, LM-80 testing performed in accordance with IESNA standards
• Meets FCC 15 PartB: 2016 Class A requirements
• Available in 6” (Standard Output) and 8” (Standard and High Output)

CLR Select – Commercial 
Recessed LED Downlight
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SHOP NOW

https://marvellighting.com/product/nicor-clr-select-recessed-led-downlight/
https://marvellighting.com/product/nicor-clr-select-recessed-led-downlight/
https://marvellighting.com/product/nicor-clr-select-recessed-led-downlight/
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ECL1 – LED Emergency Exit 
Sign Combo

Features

• Injection molded thermoplastic ABS housing
• UL-94V-0 flame rating – Flame Retardant
• Red or Green text options available
• 6” Letter Height
• Double Face Configuration
• 1.2 Watts per head
• 120-277V Dual Voltage Operation
• LED Indicator Light & Push Button Test Switch
• 90 Min capacity on emergency mode
• Damp Location Rated (0˚C – 40˚C)
• Universal mounting plate with EZ quick connect SHOP NOW

https://marvellighting.com/product/ecl1-led-emergency-exit-sign-combo-by-nicor-lighting/
https://marvellighting.com/product/ecl1-led-emergency-exit-sign-combo-by-nicor-lighting/
https://marvellighting.com/product/ecl1-led-emergency-exit-sign-combo-by-nicor-lighting/
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LS1 – 4ft and 8ft
LED Linear Strip

LS1 – 4ft LED Linear Strip

LS1 – 8ft LED Linear Strip

Features
• Universal input 120 - 277VAC
• Driver delivers full-range dimming from 0 – 10VDC
• Advanced optical design generates even light distribution, eliminates hotspots, and 

provides glare-free illumination
• Full length acrylic diffuser for even light distribution
• Operating temperature of 0° to 120°F (-18°C to 49°C)
• Meets FCC Part 15, Subpart B, Class A standards for conducted and radiated 

emissions
• Easy surface mount installation
• Available in lengths 4ft and 8ft
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SHOP NOW

https://marvellighting.com/product/ls1-4ft-led-linear-strip-by-nicor-lighting/
https://marvellighting.com/product/ls1-4ft-led-linear-strip-by-nicor-lighting/
https://marvellighting.com/product/ls1-8ft-led-linear-strip-by-nicor-lighting/
https://marvellighting.com/product/ls1-8ft-led-linear-strip-by-nicor-lighting/
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Aquila OAL
LED Area Light

Features
• Thermally-protected, high-efficiency driver
• Operating temperature rating of -40° to 104°F (-40°C to 40°C)
• 10kA surge protection standard
• Input voltage of 120-277VAC
• Available in 60, 100, 150 and 200 watt
• Photocell and motion sensor options
• Driver delivers full-range dimming from 0 – 10VDC
• Mounting Accessories sold separately

SHOP NOW

https://marvellighting.com/product/nicor-aquila-oal-area-light/
https://marvellighting.com/product/nicor-aquila-oal-area-light/
https://marvellighting.com/product/nicor-aquila-oal-area-light/
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Aquila OAL2 
LED Area Light

Features
• Individual optics are precisely designed to shape the distribution maximizing 

efficiency and spacing criteria
• High impact polycarbonate lenses deliver four IES type distributions
• Type III distribution is standard
• Type II, IV and V distributions are optional
• Zero uplight
• Utilizes advanced LED technology and available in 3000K, 4000K and 5000K
• Standard 80 CRI to improve safety and color definition in public places
• Input voltage of 120-277VAC or 347-480VAC
• Industry leading surge protection (10kA on 120-277VAC and 20kA on 347-480VAC 

) provides single phase protection for line/neutral, line/ground and neutral/ground in 
accordance with IEEE C62.41 2002 C High category

• Operating temperature rating of -40°F to 104°F (-40°C to 40°C)
• Available in 60W, 100W, 150W, 200W and 300W products
• TM-21 Reported L70(9k) life >54,000 hours
• Mounting Accessories sold separately

SHOP NOW

https://marvellighting.com/product/nicor-aquila-oal2-area-light/
https://marvellighting.com/product/nicor-aquila-oal2-area-light/
https://marvellighting.com/product/nicor-aquila-oal-area-light/
https://marvellighting.com/product/nicor-aquila-oal2-area-light/
https://marvellighting.com/product/neonflex-pro-l-rgbw-by-american-lighting/
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