
Affinty® Architectural LED Emergency Lights

What is the intended use of the new Affinity®  
emergency lights? 

The Lithonia Lighting® AFF, AFB and AFO architectural 
emergency lights are perfectly suited for indoor and  
outdoor applications. 

With a wet location listing and optional normally-off or 
normally-on with photocell control functionality, the Affinity 
products can be used as an attractive general or emergency 
lighting solution.

What is the intended mounting height of the Affinity® 
emergency lights?

The Affinity® family provides mounting heights up to 14+’.  
The mounting heights vary by product and lumen package 
allowing up to 55’ centers at 10’ mounting height for the  
AFF (WT optics) and up to 29’ centers at 7.5’ mounting  
height for AFB and AFO products.

Unique to the AFF product, the FCT optic option allows 35’  
of coverage with the forward throw optics. 

Maximized spacings can reduce the number of units, which  
in turn lowers installation cost and reduces long-term 
maintenance costs.

What is the wattage of the Affinity® remote lamps  
(OELR option)?

The AFF and AFB products are available as remotes, which  
can provide emergency only functionality while cutting down  
on material costs. The AFB OELR has an input wattage of 2.6 
watts and deliver 225 lumens. The AFF OELR has an input 
wattage of 8.6 watts with the WT optics delivering 575 lumens 
and the FCT optics delivering 450 lumens. 

What temperatures can the Affinity® emergency lights 
operate in?

The Affinity® AFF ad AFB emergency remotes have an 
expanded temperature range of -40°F to 122°F (-40° to 
50°C) – 8-30VDC. All other Affinity® products have a standard 
operating temperature range of 32–122°F (0–50°C). With 
a Cold Weather battery option, the emergency lights can 
operate as low as -22°F (-30°C).

Frequently Asked Questions

What input voltages are available?

The AFF and AFB products are available in universal input 
(UVOLT) and can support 120V through 347V, 50 and 60Hz. 

The AFO product is available in multi-volt input (MVOLT) and 
can support 120V through 277V, 50 and 60Hz.

What types of batteries do the Affinity® emergency  
lights offer?

The Affinity® emergency lights come standard with a nickel-
cadmium (AFB and AFO) or lithium iron phosphate battery 
(AFF). By offering the latest in battery technologies, the Affinity® 
products provide a battery service life that is far superior to 
conventional power sources and significantly reduces costly 
battery replacements over the life of the product. 

What are the self-diagnostic testing procedures for the 
Affinity® emergency lights?

The AFF and AFB products come with optional SDRT capability 
and will conduct a monthly 5-minute test and an annual 
90-minute test.

The AFO product comes standard with self-diagnostics and will 
conduct a monthly 30-second test and an annual 90-second test.

Where are the Affinity® emergency lights manufactured?

The AFF and AFB products are manufactured at our  
Mezquital, Mexico production facility. USPOM versions are  
now available.

The AFO product is manufactured in China.

Are the Affinity® emergency lights listed in the CA Title 20 
Appliance Efficiency Database? 

Yes, all Affinity® products meet the energy efficiency 
performance requirements for “Small Battery Chargers”  
and are listed in the CA Title 20 Appliance Efficiency Database.
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Visit www.lithonia.com for more information


