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Get Lightopedia
Certified

Learn the basics of light bulbs and become
certified. Eligible for CEU credits through
the American Lighting Association.

Sign up at
lightopedia.com

Sales Tools

Visit bulbrite.com/resources for our
latest catalogs, sell sheets, social
media templates and more!
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Lighting 101

Get all the lighting tips and tricks you
and your customers need to know at a
glance!

Available for download at
bulbrite.com/learn

Merchandising
Options

Feature our products with our half moon
counter top display or bulb wheels

v 9
e

BuLBrI TE

Visit bulbrite.com/resources
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Lighting Basics

LED Color Temperatures

CCT (Correlated Color Temperature)
is a standard that helps identify how yellow or blue the light

[ ]
from a bulb is, measured in Kelvins, The lower you are on the scale, Wh at s
the warmer (or more amber) the light is. As you move higher through I
the scale, the color shifts to yellow, white, and then even blue.

- CRI?

‘ CRI 80

2700K CRISO

The higher the CRI of a lamp, the more
clean and crisp the color of an object will
I cRI0 appear under that light. The lower the CRI

of the lamp, the more distorted and washed
out the color will look under that lamp.

The higher the CRI the more closely the object
looks to how it would in daylight the
benchmark of ideal illumination.
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For detailed photometric data please contact productsupport@bulbrite.com
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How to use your catalog

Feature Icons

Compliance Icons

Indicates the lamp is compliant with the applicable regulation or certification.

TITLE
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LISTED Intertek

Specification Table
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ST18

ST18

ST18

ST18

E26

E26

E26

E26

776867

776669

774138

774139

Ordering Code cv

LED7ST18/27K/FIL/3

LED7ST18/30K/FIL/2

LED8ST18/27K/FIL/2/JA8

LED8ST18/30K/FIL/2/JA8

Average rated life

expressed in hours Maximum overall

_.length in inches

Maximum overall
diameter in inches

Volts Description Lumens R:‘t’:;ﬂl.gi:e

120 Clear 2700K 82 800 15000 5040 2280 60W
120 Clear 3000K 80 800 15000 5000 2400 60W
120 Clear 2700K 90 800 25000 5120 2280 60W
120 Clear 3000K 90 800 25000 5120 2280 60W







A Type - Preferred Series
Clear
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- Full glass enclosure to provide the proper shape and size of the incandescent counterpart

- Utilizes LED filaments to provide a decorative look and feel

- Commonly used in ceiling fixtures and portables

- Updated 75W and NEW 100W equivalents!

* Fully compatible with all dimmer types.

* Complies with the requirements of Appendix JA8 of the Title 24 Part 6 2022 Building Energy Efficiency Standards

for Residential and Non-residential Buildings, which may classify a luminaire as high efficacy
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2.5W SW
Al9 Al9
2700K 2700K
776871 776872

2923

DD

A 2
» NEW -
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9w
8.5W Al19
Al9 2700K
2700K 776913
776774

9w
3000K 3000K
776768 776914

Ordering Code Volts Description CRI Lumens
25 A19 E26 776871 LED2A19/27K/FIL/3 120 Clear 2700K 90 250
n 5 A19 E26 776872 LED5A19/27K/FIL/3 120 Clear 2700K 90 450
n 85 Al19 E26 776774 LED8A19/27K/FIL/3/JA8 120 Clear 2700K 90 850
n 85 A19 E26 776768 LED8A19/30K/FIL/3/JA8 120 Clear 3000K 90 850
9 A19 E26 776913 LED9A19/27K/FIL/4 120 Clear 2700K 90 1100
9 A19 E26 776914 LEDSA19/30K/FIL/4 120 Clear 3000K 90 1100
14 A19 E26 776915 LED14A19/27K/FIL/3 120 Clear 2700K 90 1600
14 A19 E26 776916 LED14A19/30K/FIL/3 120 Clear 3000K 90 1600

Average
Rated Life

15000

15000

15000

15000

15000

15000

15000

15000

4130

4.050

4130

4130

4130

4130

4130

4130
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14w
Al9

2700K
776915

ow

3000K
776916

2.360

2.360

2.360

2.360

2.360

2.360

2.360

2360

25W

40W

60W

60W

75W

75W

100w

100w
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+ Full glass enclosure to provide the proper shape and size of the incandescent counterpart

+ Milky finish to provide a uniform glow - no hotspots or shadows
- Commonly used in ceiling fixtures and portables

- Updated 75W and NEW 100W equivalents!

+ Fully compatible with all dimmer types
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F Al9 y
2700K 9w 14w
776866 Al9 Al9
2700K 2700K

8.5wW 776917 776918
Al9
2700K 3000K 3000K
776869 776922 776919

Ordering Code Volts Description : CRI Lumens Rﬁ::;ufi:e
7 Al19 E26 776866 LED7A19/27K/FIL/M/3 120 Milky 2700K 82 800 15000 4.050 2.360 60W
! 85 Al19 E26 776869 LED8A19/30K/FIL/M/3 120 Milky 3000K 90 800 15000 4130 2.360 60W
9 Al19 E26 776917 LED9A19/27K/FIL/M/4 120 Milky 2700K 90 1100 15000 4130 2.360 75W
9 Al19 E26 776922 LED9A19/30K/FIL/M/4 120 Milky 3000K 90 1100 15000 4130 2.360 75W
14 A19 E26 776918 LED14A19/27K/FIL/M/3 120 Milky 2700K 90 1500 15000 4.130 2.360 100w
14 Al19 E26 776919 LED14A19/30K/FIL/M/3 120 Milky 3000K 90 1500 15000 4130 2.360 100W
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- Full glass enclosure to provide the proper shape and size of the incandescent counterpart
- Utilizes LED filaments to provide a decorative look and feel

- Commonly used in ceiling fixtures and portables

* Fully compatible with all dimmer types.

*Complies with the requirements of Appendix JA8 of the Title 24 Part 6 2022 Building Energy Efficiency Standards
for Residential and Non-residential Buildings, which may classify a luminaire as high eficacy
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8.5W
ST18
2700K
45W 776767
ST18
2700K 3000K
776857 776769

Ordering Code Volts Description Lumens R::::Ial.gi:e
‘ 45 ST18 E26 776857 LED4ST18/27K/FIL/3 120 Clear 2700K 90 450 15000 5.040 2280 40W
- 85 ST18 E26 776767 LED8ST18/27K/FIL/3/JA8 120 Clear 2700K 90 850 15000 5.040 2280 60W
85 ST18 E26 776769 LED8ST18/30K/FIL/3/JA8 120 Clear 3000K 90 850 15000 5.040 2280 60W
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+ Full glass enclosure to provide the proper shape and size of the incandescent counterpart

+ Utilizes LED filaments to provide a decorative look and feel
+ Commonly used in chandeliers and sconces
* Fully compatible with all dimmer types

* Also available in an amber finish
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3.6W
TITLE CAlo
- | MILKY
| 2700k
45W 776860
1 141 CA10 |
i \ 2700K \ _ 45W
i 2.5W* T 776859 CA10
CA10 MILKY
2700K 3000K 3000K
776858 776864 776861

[ ’ l ‘ 70

MITLE
O sw W
CAL0 CA10

A5W 2700K ;"7"6%
E26 [1 776628

- 776787
CA10
i 776629 3000K

Item # Ordering Code Volts Description . Lumens R’:::;“ﬂ:e
n 25 CA10 EI12 776858 LED2CA10/27K/FIL/E12/3 120 Clear 2700K 80 250 15000 4330 1.260 25W
n 45 CA10 E12 776859 LED4CA10/27K/FIL/3 120 Clear 2700K 90 350 15000 4.330 1.260 40W
n 45 CA10 EI12 776864 LED4CA10/30K/FIL/3 120 Clear 3000K 90 350 15000 4330 1260 40w
36 CA10 E12 776860 LED3CA10/27K/FIL/M/3 120 Milky 2700K 80 300 15000 4.330 1.260 40W
H 45 CA10 E12 776861 LED4CA10/30K/FIL/M/3 120 Milky 3000K 90 400 15000 4170 1.250 40W
H 45 CA10 E26 776875 LED4CA10/27K/FIL/E26/3 120 Clear 2700K 92 350 15000 4.330 1.260 40W
5 CA10 EI12 776628 LED5CA10/27K/FIL/E12/3 120 Clear 2700K 80 500 15000 4200 1250 60W
5 CA10 E12 776629 LED5CA10/30K/FIL/E12/3 120 Clear 3000K 80 500 15000 4.200 1250 60W
5 CA10 E12 776787 LED5CA10/27K/FIL/M/3 120 Milky 2700K 90 500 15000 4170 1250 60W
5 CA10 E12 776788 LED5CA10/30K/FIL/M/3 120 Milky 3000K 90 500 15000 4170 1250 60W

IBULBRITE SHOPBULBRITE.COM
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Clear & Milky
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- Full glass enclosure to provide the proper shape and size of the incandescent counterpart

- Utilizes LED filaments to provide a decorative look and feel

- Commonly used in ceiling fixtures and portables

* Fully compatible with all dimmer types.
* Complies with the requirements of Appendix JA8 of the Title 24 Part 6 2022 Building Energy Efficiency Standards

for Residential and Non-residential Buildings, which may classify a luminaire as high eficacy

)
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25w
Bl1
2700K
776855

8 10

4.5W
Bl1
E26
2700K
776862

Item #

Ordering Code

Volts

DD

4w
Bl11
2700K
776756

3000K
776763

5w

Bl1
2700K
776626

3000K
776627

Description CRI Lumens

Average
Rated Life

dAILVHO0DO3d

3.6W
Bl1
MILKY
2700K
776772

4.5W

JITLE
3000K
776773

S5W

B11
MILKY
2700K
776887

3000K
776888

B | 25 8n
= 4 BLL
== 4 B11
36 Bl
B | 45 Bu
BE | 45 81
5 B11
5 B11
5 BIL
5 B11

E12 776855

E12 776756

E12 776763

E12 776772

E12 776773
E26 776862
E12 776626
E12 776627
E12 776887
E12 776888

LED2B11/27K/FIL/3

LED4B11/27K/FIL/4/JA8

LED4B11/30K/FIL/4/JA8

LED3B11/27K/FIL/M/3

LED4B11/30K/FIL/M/3

LED4B11/27K/FIL/E26/3

LEDS5B11/27K/FIL/E12/3

LED5B11/30K/FIL/E12/3

LED5B11/27K/FIL/M/3

LED5B11/30K/FIL/M/3

120

120

120

120

120

120

120

120

120

120

Clear

Clear

Clear

Milky

Milky

Clear

Clear

Clear

Milky

Milky

2700K

2700K

3000K

2700K

3000K

2700K

2700K

3000K

2700K

3000K

80

90

90

80

90

90

80

80

80

80

350

350

300

400

350

500

500

500

500

15000

15000

15000

15000

15000

15000

15000

15000

15000

15000

3.850

3.850

3.850

3.850

3.850

3.850

3.850

3.850

3.850

3.850

1370

1.370

1370

1.370

1370

1.370

1370

1.370

1.370

1370

25W

40W

40W

40W

40W

40W

60W

60W

60W

60W
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Globe - Preferred Series
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Clear & Milky
- + Full glass enclosure to provide the proper shape and size of the incandescent counterpart
< + Utilizes LED filaments to provide a decorative look and feel
ox - Commonly used in pendants, chandeliers, and vanities
o * Fully compatible with all dimmer types
O *Also available with an amber finish
Ll
(=]
z.sw* JITLE
G16 7W
2700K G25
776706 MILKY
2700K
aw G16 776611
G16 MILKY
2700K 2700K 8.5W e
776873 776612 G25 2@
MILKY
3000K 3000K 2”@ 3000K
776889 776712 - 776810
) .'J"i'
8.5W
8.5W* 8.5W G40
G25 G40 MILKY
2700K 2700K 2700K
776775 776878 776897
3000K 3000K 3000K
776890 776879 776899

Item # Ordering Code Volts  Description CRI Lumens R:::crlul.gi:e
ﬂ 25 G16 E12 776706 LED2G16/27K/FIL/3 120 Clear 2700K 90 250 15000 3.340 1.960 25W
H 4 G16 E12 776873 LED4G16/27K/FIL/3 120 Clear 2700K 80 350 15000 3.340 1.960 40W
4 G16 E12 776889 LED4G16/30K/FIL/3 120 Clear 3000K 80 350 15000 3.340 1.960 40W
4 G16 E12 776612 LED4G16/27K/FIL/M/3 120 Milky 2700K 80 350 15000 3.340 1.960 40W
4 G16 E12 776712 LED4G16/30K/FIL/M/3 120 Milky 3000K 90 360 15000 3.340 1.960 40W
7 G25 E26 776611 LED7G25/27K/FIL/M/3 120 Milky 2700K 80 800 15000 4.640 3.150 60W
85 G25 E26 776810 LED8G25/30K/FIL/M/3 120 Milky 3000K 90 800 15000 4.640 3.150 60W
85 G25 E26 776775 LED8G25/27K/FIL/3 120 Clear 2700K 90 800 15000 4.640 3.150 60W
85 G25 E26 776890 LED8G25/30K/FIL/3 120 Clear 3000K 90 800 15000 4.640 3.150 60W
H 85 G40 E26 776878 LED8G40/27K/FIL/3 120 Clear 2700K 90 800 15000 7.000 4.920 60W
ﬂ 85 G40 E26 776879 LED8G40/30K/FIL/3 120 Clear 3000K 90 800 15000 7.000 4920 60W
H 85 G40 E26 776897 LED8G40/27K/FIL/M/3 120 Milky 2700K 90 800 15000 7.000 4.920 60W
m 85 G40 E26 776899 LED8G40/30K/FIL/M/3 120 Milky 3000K 90 800 15000 7.000 4.920 60W

IBULBRITE
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Curved - Preferred Series

ST18,A19,G25,T14
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- Full glass enclosure to provide the proper shape and size of the incandescent counterpart

- Utilizes curved LED filaments to provide the most authentic representation of an incandescent filament bulb

- Commonly used in pendants, chandeliers, portables, vanities, and sconces

* Fully compatible with all dimmer types

2 ST18
4 ST18
4 Al9
4 G25
4 T14

E26

E26

E26

E26

E26

Item #

2w
ST18
& 2200K

o 4§ 776510

aw
2200K
776513

4w
G25
2200K
776512

Ordering Code

LED2ST18/22K/FIL-NOS/CURV/1890

LED4ST18/22K/FIL-NOS/CURV/1890

LED4A19/22K/FIL-NOS/CURV/VICTOR

LED4G25/22K/FIL-NOS/CURV/SPIRAL

LED4T14/22K/FIL-NOS/CURV/SPIRAL

Volts

120

120

120

120

120

Description

Antique

Antique

Antique

Antique

Antique

2200K

2200K

2200K

2200K

2200K

CRI

95

95

95

95

95

Lumens

120

200

230

230

230

Average

4w
Al9
2200K
776509

4w
T14
2200K
776511

Rated Life (in.)

15000

15000

15000

15000

15000

5125

5125

4.500

4650

4.410

M.O.L.

M.O.D.
(in.)

2.300
2300
2.360
3150

1770

Watt

Equiv.

25W

40W

40w

40w

40W

SHOPBULBRITE.COM
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T Type - Preferred Series

Clear - T9 5", 7.5" 11", 15"

™4 —
:’ ) Ay JITLE
3pk 60 (90 20
b ared CRI =
N

* Fully compatible with all dimmer types

- Also available with amber finish

- Utilizes LED Filaments to provide a decorative look and feel

- Full glass enclosure to provide true shape ansd size of the incandescent counterpart.

+7.5" 11" and 15" have ONE continuous filament to look more faithful to the traditional incandescent model with no breaks in light!

ONE
— continuous
filament

3w
T9
2700K

@ 776853
3 00 0 K JITLE MTLE
776854
5W 5W 5W 5W

T | T9 R ) | ToL

2700K - | 2700k | 2700k 8 1% 2700K
776881 . 776714 . 776765 g 776720
3000K 2@ 3000K 3000K 3000K
776892 G 776715 776718 776721

Ordering Code Volts Description Lumens R‘:\t’:;al.gi:e
3 T9 5" E26 776853 LED3T9/27K/FIL/3 120 Clear 2700K 80 300 15000 5.000 1100 25W
H 3 T95" E26 776854 LED3T9/30K/FIL/3 120 Clear 3000K 90 250 15000 5.000 1100 25W
5 T9 5" E26 776881 LED5T9/27K/FIL/3 120 Clear 2700K 90 400 15000 5.000 1100 40W
5 T95" E26 776892 LED5T9/30K/FIL/3 120 Clear 3000K 90 400 15000 5.000 1100 40W
5 T975" E26 776714 LED5T9/27K/7/FIL/3 120 Clear 2700K 90 300 15000 7.500 1180 25W
5 T975" E26 776715 LED5T9/30K/7/FIL/3 120 Clear 3000K 90 300 15000 7500 1180 25W
5 T911" E26 776765 LED5TOL/27K/11/FIL/3 120 Clear 2700K 90 350 15000 11.000 1180 40W
5 T9 11" E26 776718 LED5TOL/30K/11/FIL/3 120 Clear 3000K 90 350 15000 11.000 1180 40W
5 T9 15" E26 776720 LED5TOL/27K/15/FIL/3 120 Clear 2700K 90 400 15000 15.000 1180 40W
5 T915" E26 776721 LED5T9L/30K/15/FIL/3 120 Clear 3000K 90 400 15000 15.000 1180 40W

SHOPBULBRITE.COM
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T Type - Preferred Series
Frost-T95" 75" 11"
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- 7.5" and 11" have ONE continuous filament to look more faithful to the traditional incandescent model with no breaks in light!

- Full glass enclosure to provide true shape and size of the incandescent counterpart.

- Utilizes LED Filaments to provide a decorative look and feel

* Fully compatible with all dimmer types

5w
T95"
2700K
776781

3000K
776792

Ordering Code

Volts

5w
T975"
2700K
776725

3000K
776726

Description

dAILVHOO3A

ONE
— continuous
filament

SW
T911"
2700K
776727

3000K
776728

Average M.O.L.

Lumens Rated Life (in.)

5 T95"
5 T95"
5 T975"
5 T975"
5 T9 11"
5 T9 11"

E26

E26

E26

E26

E26

E26

LED5T9/27K/5/FIL/F/3

LEDST9/30K/5/FIL/F/3

LED5T9/27K/7/FIL/F/3

LED5T9/30K/7/FIL/F/3

LED5T9/27K/11/FIL/F/3

LED5T9/30K/11/FIL/F/3

120

120

120

120

120

120

Frost

Frost

Frost

Frost

Frost

Frost

2700K

3000K

2700K

3000K

2700K

3000K

90

90

90

90

90

90

450

450

350

350

400

400

15000 5.000 1180 40w

15000 5.000 1180 40W
15000 7.500 1180 40w
15000 7500 1180 40W

15000 11.000 1180 40W

15000 11.000 1180 40w

SHOPBULBRITE.COM
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T Type - Preferred Seri o O
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+ Full glass enclosure to provide the proper shape and size of the incandescent counterpart

+ Utilizes LED filaments to provide a decorative look and feel
- Commonly used in pendants, chandeliers, and sconces
* Fully compatible with all dimmer types

- Also available with an amber finish
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25w 4.5W 4.5W 5w
Ll T6 T6 T8 > T14
\ 2700K 2700K 2700K 2700K
| 776880 776780 776723 776819
3000K 3000K 3000K 3000K
776891 776791 776724 776820

Watts 13-;;2 Base Ordering Code Volts Description : Lumens R‘:::;ufii'e
! 25 T6 E12 776880 LED2T6/27K/FIL/E12/3 120 Clear 2700K 80 180 15000 3.380 0.780 25W
n 25 T6 E12 776891 LED2T6/30K/FIL/3 120 Clear 3000K 80 180 15000 3.380 0.780 25W
45 T6 E12 776780 LEDAT6/27K/FIL/3 120 Clear 2700K 90 450 15000 3.340 0.780 40W
4.5 T6 E12 776791 LED4T6/30K/FIL/3 120 Clear 3000K 90 450 15000 3.340 0.780 40W
45 T8 E12 776723 LEDAT8/27K/FIL/3 120 Clear 2700K 90 450 15000 5.000 0.980 40W
4.5 T8 E12 776724 LED4T8/30K/FIL/3 120 Clear 3000K 90 450 15000 5.000 0.980 40W
! 5 T14 E26 776819 LED5T14/27K/FIL/3 120 Clear 2700K 90 450 15000 4.250 1770 40W
! 5 T14 E26 776820 LED5T14/30K/FIL/3 120 Clear 3000K 90 450 15000 4.250 1770 40W

IBULBRITE SHOPBULBRITE.COM
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Nostalgic - Preferred Series

T95"75" 11" 15"

2 Q¢

-7.5" 11" and 15" have ONE continuous filament to look more faithful to the traditional incandescent model with no breaks in light!
- Full glass enclosure to provide the proper shape and size of the incandescent counterpart

- Utilizes amber LED filaments and tinted glass to provide an old-school look and feel

- Commonly used in pendants, chandeliers, and sconces

- Fully compatible with all dimmer types

()

3w 5w SW
T95" T975 T911"
2100K 2100K 2100K
776908 776713 776707

dAILVHOO3A

ONE
— continuous
filament

5w

T9 15"

2100K

776719

Ordering Code Description : CRI Lumens R‘:‘t':;ul.gi:e
3 T95" E26 776908 LED3T9/21K/FIL-NOS/3 120 Antique 2100K 90 200 15000
5 T975" E26 776713 LED5T9/21K/7/FIL-NOS/3 120 Antique 2100K 90 250 15000
5 T911" E26 776707 LED5T9L/21K/11/FIL-NOS/3 120 Antique 2100K 90 300 15000
5 T915" E26 776719 LED5TOL/21K/15/FIL-NOS/3 120 Antique 2100K 90 400 15000

5.000

7500

11.000

15.000

1100

1180

1180

1180

25W

25W

25W

40W

SHOPBULBRITE.COM B"LBR,TE®
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Nostalgic - Preferred Series > D o
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+ Full glass enclosure to provide the proper shape and size of the incandescent counterpart
- Utilizes amber LED filaments and tinted glass to provide an old-school look and feel
- Commonly used in pendants, chandeliers, and sconces

* Fully compatible with all dimmer types

T | 25w 45w aw

= T6 T8 T14
= 2100K 2100K 2100K
=S 776904 776722 776905

Item # Ordering Code Description . Lumens Rﬁ:::lal.gi:e
25 T6 E12 776904 LED2T6/21K/FIL-NOS/3 120 Antique 2100K 90 160 15000 3.380 0.780 25W
45 T8 E12 776722 LEDAT8/21K/FIL-NOS/3 120 Antique 2100K 90 450 15000 5.000 0.980 40W
4 T14 E26 776905 LED4T14/21K/FIL-NOS/3 120 Antique 2100K 90 315 15000 4130 1770 40W

IBULBRITE SHOPBULBRITE.COM
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Nostalgic - Preferred Series

G16,CA10,A19,G25,ST18

- Full glass enclosure to provide the proper shape and size of the incandescent counterpart
- Utilizes amber LED filaments and tinted glass to provide an old-school look and feel
- Commonly used in pendants, chandeliers, portables, vanities, and sconces

* Fully compatible with all dimmer types

25W 2.5W
G16 CAl0
2100K 2100K
776906 776903

4.5W 5w 5wW W
Al9 G25 ST18 ST18
2100K 2200K 2200K 2100K
776902 776800 776801 776909

Ordering Code Volts Description ?:::;_ CRI Lumens R:::;"&:e
25 Gl16 E12 776906 LED2G16/21K/FIL-NOS/3 120 Antique 2100K 90 160 15000 3.340 1.960 25W
25 CAl10 E12 776903 LED2CA10/21K/FIL-NOS/3 120 Antique 2100K 90 160 15000 4.330 1.260 25W
45 Al9 E26 776902 LED4A19/21K/FIL-NOS/3 120 Antique 2100K 90 410 15000 4.050 2.360 40W
n 5 G25 E26 776800 LED5G25/22K/FIL-NOS/3 120 Antique 2200K 90 450 15000 4.640 3.150 40W
H 5 ST18 E26 776801 LED5ST18/22K/FIL-NOS/3 120 Antique 2200K 90 450 15000 5.040 2.280 40W
7 ST18 E26 776909 LED7ST18/21K/FIL-NOS/3 120 Antique 2100K 80 650 15000 5.040 2.280 60W

SHOPBULBRITE.COM _BULBR,TE®

turn life on
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Half Gald OBE»00L 0

+ Full glass enclosure to provide the proper shape and size of the incandescent counterpart

* Half gold finish to reduce glare

- Commonly used in pendants, chandeliers, and sconces

* Fully compatible with all dimmer types

+ Ideal bulbs to give a fun, festive look in and outside of the home
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2on 5W 45w
A19 F15

Average

Ordering Code Description . Lumens p . d Life
25 G16 E12 776921 LED2G16/27K/FIL/HG/3 120 Half Gold 2700K 90 200 15000 3.220 1.960 25W
5 Al19 E26 776679 LED5A19/27K/FIL/HG/3 120 Half Gold 2700K 90 450 15000 4.090 2.360 40W
45 G25 E26 776923 LED4G25/27K/FIL/HG/3 120 Half Gold 2700K 90 350 15000 4.640 3.140 40W

IBULBRITE SHOPBULBRITE.COM
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G16 A1 625 068000

- Full glass enclosure to provide the proper shape and size of the incandescent counterpart

- Half chrome finish to reduce glare
- Commonly used in pendants, chandeliers, and sconces

* Fully compatible with all dimmer types

dAILVHOO3A

25W 45w sw
G16 Al9 G25
2700K 2700K = 2700K
776771 776671 \ 776870

Average

Ordering Code Description : Lumens Rated Life
25 Gl6 E12 776771 LED2G16/27K/FIL/HM/3 120 Half Chrome ~ 2700K 90 200 15000 3340 1960 25W
45 A19 E26 776671 LED4A19/27K/FIL/HM/2 120 Half Chrome ~ 2700K 80 360 15000 4100 2400 40W
5 G25 E26 776870 LED5G25/27K/FIL/HM/3 120 Half Chrome ~ 2700K 90 450 15000 4640 3150 40W

SHOPBULBRITE.COM B"LBR,TE®
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e & Fiesta Y Y lerore

+ Our original Spunlite® and Fiesta made new again with LED technology!

+ Perfect for post lanterns

- Ideal for decorative lighting in clear or open fixtures in homes or commercial areas such as pathways, hallways, and lobbies
* Features a unique silk-spun design that gives off the look and feel of a vintage glass flame

+ Ideal bulbs to give a fun, festive look in and outside of the home

- Fully compatible with all dimmer types
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c1u c15 F15
AMBER AMBER AMBER
2100K 2100K 2100K
776591 776593 776581
aw F aw aw
ciu = C15 F15
SATIN SATIN CLEAR
2700K 2700K 2700K
776590 776592 776580

Item # Ordering Code Description $:'|:;. CRI Lumens Rﬁ::;n&:e
4 (Cilil E12 776591  LEDAC11/21K/FIL/SPUN/AMB 120 AMBER 2100K 80 250 15000 4145 1.890 40w
4 C15 E26 776593  LED4C15/21K/FIL/SPUN/AMB 120 AMBER 2100K 80 250 15000 4.250 1.850 40W
4 F15 E26 776581  LEDAF15/21K/FIESTA/AMB 120 AMBER 2100K 80 280 15000 4.410 1380 40w
4 Cl1 E12 776590  LED4C11/27K/FIL/SPUN/SAT 120 SATIN 2700K 90 350 15000 4145 1.890 40W
4 Ci5 E26 776592  LED4C15/27K/FIL/SPUN/SAT 120 SATIN 2700K 90 350 15000 4250 1850 40w
4 F15 E26 776580  LED4F15/27K/FIESTA/CLR 120 |R|CD|EESAC'E/NT 2700K 90 320 15000 4.410 1.380 40W

IBULBRITE SHOPBULBRITE.COM
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S14, G16 =
Clear & Frost @ @ ‘

* Long-lasting LED replacement bulbs that are a proper retrofit for their incandescent bulb counterparts

- Commonly used in string lights, amusement parks, signs, and displays
- 2.5W S14 fully compatible with all dimmer types

+ 0.7W S14s compatible with ELV dimmers

- 776786, 776785 Plastic bulbs ideal for string lights

dAILVHOO3A

|

. 07W w

. G16 s14

I 2700K

| 7 2700k 776785
776786
Plastic bulb Plastic bulb

ideal for string lights ideal for string lights

|
07W @
S14
2400K
776684 2.5W

S14

2700K 2700K
776685 776851

Color

Ordering Code 1 Description ey CRI Lumens Rﬁ::;al.gi:e M('. X =
07 G16 E12 776786 LED1G16/27K/FIL/PL 120 Clear 2700K 80 45 10000 2710 1770 11w
1 S14 E26 776785 LED1S14/27K/FIL/PL 120 Clear 2700K 80 45 10000 3.260 1730 1w
07 S14 E26 776684 LED1S14/24K/FIL 120 Clear 2400K 80 75 15000 3.268 1770 11w
07 S14 E26 776685 LED1S14/27K/FIL 120 Clear 2700K 80 75 15000 3.268 1770 1w
n 25 S14 E26 776851 LED2S14/27K/FIL/3 120 Clear 2700K 80 250 15000 3.460 1.690 25W

SHOPBULBRITE.COM _BULBR,TE®
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Grand - Preferred Series (5 O ®-

Traditional Collection

* Traditional Collection features oversized shapes taking inspiration from classic bulbs
- Utilizes curved LED filaments to provide a decorative look and feel

+ Pair with Bulbrite's Pendants to create a standout piece

* Fully compatible with all dimmer types

+ Ideal bulbs to give a fun, festive look in and outside of the home
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aw aw aw aw
ET25 G63 PS52 L BT56
2200K 2200K 2200K 2200K
776301 776302 776300 776314

Ordering Code Volts Description $:|I:;_ CRI Lumens R‘:::;al_gi:e
4 EN25 E26 776301  LEDAET25/22K/FIL 120 Clear 2200K 95 200 15000 15.160 3.150 60W
4 G63 E26 776302  LED4G63/22K/FIL 120 Clear 2200K 95 200 15000 11.220 7.870 60W
4 PS52 E26 776300 LEDA4PS52/22K/FIL 120 Clear 2200K 95 200 15000 12680  6.300 60W
4 BT56 E26 776314  LED4BT56/22K/FIL 120 Clear 2200K 95 200 15000 15.160 7.080 60W

IBULBRITE SHOPBULBRITE.COM
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http://shopbulbrite.com
https://products.bulbrite.com/776301
https://products.bulbrite.com/776302
https://products.bulbrite.com/776300
https://products.bulbrite.com/776314

Grand - Preferred Series
Whimsical Collection
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* Whimsical Collection features oversized shapes taking inspiration from imaginative objects found in everyday life

- Utilizes curved LED filaments to provide a decorative look and feel
- Pair with Bulbrite's Pendants to create a standout piece

* Fully compatible with all dimmer types

=

g = A

P aa £ =
15.16in Ea : o

aw >
WATER aw
BOTTLE BEEHIVE
2200K 2200K
776303 776304

Ordering Code
4 WB E26 776303  LED4AWB/22K/FIL 120
4 BH E26 776304  LED4BH/22K/FIL 120
4 DIA E26 776305 LEDA4DIA/22K/FIL 120
4 os E26 776306  LED4OLIVE/22K/FIL 120

Description

Clear

Clear

Clear

Clear

.
d? 5

Color
Temp.

2200K
2200K
2200K

2200K

7

—
-

CRI

95

95

95

95

4w
DIAMOND
2200K
776305

Average

e Rated Life

200

200

200

200

15000

15000

15000

15000

15.160

15.160

15.350

16.930

3.540

7.870

7.870

4.530

4w
OLIVE
2200K
776306

60W

60w

60W

60w

SHOPBULBRITE.COM
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Grand - Preferred Series
Natural Collection
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* Fully compatible with all dimmer types

Item #

aw

JEWEL
2000K
776318

+ Pair with Bulbrite's Pendants to create a stand-out piece

4w

Ordering Code

ICEBERG
2000K
776316

Volts

* Natural Collection features oversized shapes inspired by objects found in nature

- Utilizes curved LED filaments and tinted amber glass to provide a vintage look and feel

Description

4w
ORB

2000K
776319

CRI

Lumens

aw

DROPLET
2000K
776317

Average
Rated

Life

aw
GLACIER
2000K
776320

4 ICEBERG E26
4 DROPLET E26
4 JEWEL E26
4 ORB E26
4 GLACIER E26

LED4ICE/20/FIL-NOS

LEDADROP/20/FIL-NOS

LED4JEWEL/20/FIL-NOS

LED4ORB/20/FIL-NOS

LLEDAGLACIER/20/FIL-NOS

120

120

120

120

120

Antique
Antique
Antique
Antique

Antique

2000K

2000K

2000K

2000K

2000K

95

95

95

95

95

180

200

200

200

200

15000

15000

15000

15000

15000

11.000

12,500

11.500

12.500

12.500

6.500

6.000

6.500

8.000

7750

60W

60W

60W

60W

IBULBRITE
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Al15, A19 - Basic Series
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Clear & Milky
* Low-cost alternatives to our most popular filament styles
- Compatible with most dimmers, see Bulbrite.com for compatibility charts
o - I 9
\
Fl !
i 1 ! r 7W
W 7W Al9
Al5 J Al5 \ ; 2700K
2700K " 4 2700K ) 4 776688
776639 776641
3000K
W 7W 776689
Al5 \ Al5
3000K 3000K 4000K
776640 776642 776698

Average M.O.L.

Base Ordering Code Volts Description : Lumens Rated Life (in.)
7 A15 E26 776639  LED7A15/27K/FIL/D/B 120 Clear 2700K 80 800 10000 3.260 1.890 60W
7 Al5 E26 776640  LED7A15/30K/FIL/D/B 120 Clear 3000K 80 800 10000 3.260 1.890 60W
7 Al5 E26 776641  LED7A15/27K/FIL/M/D/B 120 Milky 2700K 80 700 10000 3.260 1.890 60W
7 Al5 E26 776642  LED7A15/30K/FIL/M/D/B 120 Milky 3000K 80 700 10000 3.260 1.890 60W
7 Al19 E26 776688  LED7A19/27K/FIL/D/B 120 Clear 2700K 80 800 10000 4130 2.360 60W
7 Al9 E26 776689  LED7A19/30K/FIL/D/B 120 Clear 3000K 80 800 10000 4130 2.360 60W
7 Al19 E26 776698  LED7A19/40K/FIL/D/B 120 Clear 4000K 80 800 10000 4130 2.360 60W

SHOPBULBRITE.COM _BULBR,TE®
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G25, ST18 - Basic Series
Clear & Milky

* Low-cost alternatives to our most popular filament styles

+ Compatible with most dimmers, see Bulbrite.com for compatibility charts

7W
ST18
2700K
776692

3000K
776693

4000K
776631

Item # Ordering Code Volts
7 ST18 E26 776692 LED7ST18/27K/FIL/D/B 120
7 ST18 E26 776693 LED7ST18/30K/FIL/D/B 120
7 ST18 E26 776631 LED7ST18/40K/FIL/D/B 120
7 G25 E26 776694 LED7G25/27K/FIL/D/B 120
7 G25 E26 776695 LED7G25/30K/FIL/D/B 120
7 G25 E26 776632 LED7G25/40K/FIL/D/B 120
7 G25 E26 776696 LED7G25/27K/FIL/M/D/B 120
7 G25 E26 776697 LED7G25/30K/FIL/M/D/B 120
7 G25 E26 776633 LED7G25/40K/FIL/M/D/B 120

Description

Clear
Clear
Clear
Clear
Clear
Clear
Milky
Milky

Milky

W
G25
2700K
776694

3000K
776695

4000K
776632

2700K
3000K
4000K
2700K
3000K
4000K
2700K
3000K

4000K

CRI

80

80

80

80

80

80

80

80

80

Lumens

800

800

800

800

800

800

650

650

650

7W
G25
MILKY
2700K
776696

3000K
776697

4000K
776633

Nogt Mol Mop  We
Life in.) Equiv.
10000 5.030 2280 60W
10000 5.030 2.280 60W
10000 5.030 2.280 60W
10000 4.640 3.140 60W
10000 4.640 3.140 60W
10000 4.640 3.140 60W
10000 4.640 3.140 60W
10000 4.640 3.140 60W
10000 4.640 3.140 60W

IBULBRITE
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Bll, T9 - Basic Series
Clear

- Low-cost alternatives to our most popular filament styles

- Compatible with most dimmers, see Bulbrite.com for compatibility charts

aw
B11
2700K
776690 5W
T95"
L 3000K |} 3000K 2700K
776691 \ 776637 776634
4000K 4000K 3000K
776699 776638 776635

Watts Base .?;'I,l; Ordering Code Volts Description : CRI Lumens R':::;"Lgi:e M(Ig)l' . M(IS)D . ;: :::
4 B11 E12 776690 LED4B11/27K/FIL/D/B 120 Clear 2700K 80 350 10000 3.850 1.370 40W
4 B11 E12 776691 LED4B11/30K/FIL/D/B 120 Clear 3000K 80 350 10000 3.850 1370 40W
4 B11 E12 776699 LED4B11/40K/FIL/D/B 120 Clear 4000K 80 350 10000 3.850 1.370 40W
5 B11 E12 776636 LED5B11/27K/FIL/D/B 120 Clear 2700K 80 500 10000 3.850 1370 60W
5 B11 E12 776637 LED5B11/30K/FIL/D/B 120 Clear 3000K 80 500 10000 3.850 1.370 60W
5 B11 E12 776638 LED5B11/40K/FIL/D/B 120 Clear 4000K 80 500 10000 3.850 1370 60W
5 T95" E26 776634 LED5T9/27K/FIL/D/B 120 Clear 2700K 80 450 10000 5.000 1180 40W
5 T95" E26 776635 LED5T9/30K/FIL/D/B 120 Clear 3000K 80 450 10000 5.000 1180 40W

SHOPBULBRITE.COM _BULBR,TE®
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Clear Filaments RORK: + :

Tunable White - B11, A19, ST18, G25

- Bulbrite Solana® WiFi-enabled smart LED light bulbs

* Easy functions include scene-setting, scheduling, and manual control via the Bulbrite Solana™ app
- Dimmable via the app and color-tunable from cool to warm white light

* No electricians or tools necessary. Setup is as easy as screwing in a light bulb

* No hub required

- Compatible with Android® and iPhone®

* Works with Google Assistant and Amazon Alexa

- Bulbrite Solana™ clear filament smart light bulbs are ideal for use in open or clear fixtures

S0 !._i‘lli.ql

j awW
W/ B11
3 2200K-6500K
2% 292115
i
T e T
8W
ST18
2200K-6500K
291125
4 B11 E12 292115 SL4WB11/90/W/CL/1P 120 Clear 2200K-6500K 90 400
8 Al19 E26 290125  SL8WA19/90/W/CL/1P 120 Clear 2200K-6500K 90 800
8 ST18 E26 291125 SL8WST18/90/W/CL/1P 120 Clear 2200K-6500K 90 800
8 G25 E26 293125  SL8WG25/90/W/CL/1P 120 Clear 2200K-6500K 90 800

8w

Al9
2200K-6500K
290125

8w

G25
2200K-6500K
293125

15000 4055 1377
15000 4250 2375
15000 5400 2300
15000 4688 3125

40W

60W

60W

60W

SHOPBULBRITE.COM
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Milky Filaments

Tunable White - A19, G25

- Bulbrite Solana® WiFi-enabled smart LED light bulbs

- Easy functions include scene-setting, scheduling, and manual control via the Bulbrite Solana™ app

- Dimmable via the app and color-tunable from cool to warm white light

- No electricians or tools necessary. Setup is as easy as screwing in a light bulb

- No hub required
- Compatible with Android® and iPhone®

- Works with Google Assistant and Amazon Alexa

- Bulbrite Solana™ milky filament smart light bulbs are ideal for use where diffused light is desired

* No hub required

Buwnsiry

solana

5.5 Al19 E26 290111  SL5WA19/90/W/MK/1P

55 G25 E26 293121  SL5WG25/90/W/MK/1P

5.5wW

Al9
2200K-6500K
290111

120 Milky

120 Milky

BuLamiTe

solana
2200K-6500K 90
2200K-6500K 90

eT o t‘,\.o, — @
A ¢ A
) - w ] [H u§
@ & 2) 20
— LISTER

5.5wW
G25
2200K-6500K
293121
500 15000 4250 2375  40W
500 15000 4688 3125  60W
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Tunable White 6 %) Q @ @ €.

A19, BR30 & Tunable White & Colors - A19 ek

- Bulbrite Solana® WiFi-enabled smart LED light bulbs

- Easy functions include scene-setting, scheduling, and manual control via the Bulbrite Solana™ app
- Dimmable via the app and color-tunable from cool to warm white light

* No electricians or tools necessary. Setup is as easy as screwing in a light bulb

- No hub required

+ Compatible with Android® and iPhone®

* Works with Google Assistant and Amazon Alexa

- Bulbrite Solana™ clear filament smart light bulbs are ideal for use in open or clear fixtures

e ®
.

solan

@. om @ .

LISTER
intertek Intertek

gw S 8w 9W
A19 = 3 BR30 A19
2200K-6500K E .._:}? 2200K-6500K 2200K-6500K
190125 h— -4 196110 195125
9 A9  E26 190125  SLOWAL9/90/W/FR/LP 120 st 2200K-6500K 90 800 25000 4330 2360  6OW
8  BR30 E26 196110 SL8WBR30/W/FR/1P 120 Frost 2200K-6500K 80 650 25000 4938 3750  65W
9 Al9  E26 195125  SLOWAL9/90/WC/FR/LP 120 Fies: 2GR A - 90 800 25000 4330 2360  60W

Color

SHOPBULBRITE.COM BULBR,TEJ

turn life on


http://shopbulbrite.com
https://products.bulbrite.com/190125
https://products.bulbrite.com/196110
https://products.bulbrite.com/195125

=[SO e Nle] T/ te]E]INEID
3A50ddNd TVId3IN3ID

SSOdHNARIVEENS D,
=S SRR EENEINE D)




A Type - Basic Series
Non-Dimmable

- True shape A19 that closely resembles incandescents and halogens
* Damp location rated and long-lasting

- Commonly used in ceiling fixtures and portables

- Non-dimmable

+ Suitable for fully enclosed fixtures
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aw
Al9
2700K
774230

BULBRITE 3000K
774231

4000K
774232

5000K
774233

Ordering Code Description ~ CRI Lumens Rﬁ::;qlg?e
9 Al19 E26 774230  LED9A19/B60W/827/1P 120 Frost 2700K 80 750 10000 4331 2362 60W
9 Al19 E26 774231  LED9A19/B60W/830/1P 120 Frost 3000K 80 750 10000 4331 2362 60W
9 Al19 E26 774232  LED9A19/B60W/840/1P 120 Frost 4000K 80 750 10000 4331 2362 60W
9 Al19 E26 774233  LED9A19/B60W/850/1P 120 Frost 5000K 80 750 10000 4331 2362 60W

SHOPBULBRITE.COM _BULBR,TE®
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A Type - Preferred Series
Dimmable

* True shape A19 that closely resembles incandescents and halogens
- Damp location rated and long-lasting
- Commonly used in ceiling fixtures and portables

* Dimmable with a wide range of dimmer types
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9w

Al19

2700K

774234

3000K

774235 1w

Al9

vty /i3 4000K Butsmire 2700K

774236 774260

5000K 3000K

774237 774261

Ordering Code Volts Description . CRI Lumens Rﬁ::;ql.gi:e (m) : Equiv.
9 A19 E26 774234  LED9A19/PF60W/927/D/1P 120 Frost 2700K 90 800 15000 4331 2362 60W
9 A19 E26 774235  LED9A19/PF60W/930/D/1P 120 Frost 3000K 90 800 15000 4331 2362 60W
9 A19 E26 774236  LED9A19/PF60W/940/D/1P 120 Frost 4000K 90 800 15000 4331 2362 60W
9 A19 E26 774237  LED9A19/PF60W/950/D/1P 120 Frost 5000K 90 800 15000 4331 2362 60W
1 A19 E26 774260  LED11A19/PF75W/927/D/1P 120 Frost 2700K 90 1100 15000 4.450 2362 75W
1 Al19 E26 774261  LED11A19/PF75W/930/D/1P 120 Frost 3000K 90 1100 15000 4.450 2362 75W

IBULBRITE SHOPBULBRITE.COM
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A Type - Premium Series

Dimmable

28 O DE-®-
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* True shape A19 that closely resembles incandescents and halogens

* Damp location rated, longer-lasting, and may be suitable for fully enclosed fixtures

- Commonly used in ceiling fixtures and portables

* Fully compatible with all dimmer types

* Complies with the requirements of Appendix JA8 of the Title 24 Part 6 2022 Building Energy Efficiency Standards

for Residential and Nonresidential Buildings, which may classify a luminaire as high efficacy

BULBRITE
DIMMABLE

ow

Al19

2700K

774238 15W
Al9

3000K 2700K

774239 774276

4000K 3000K

774240 774277

[BULBRITE
DIMMABLE

9w
Al9
2700K
774241

3000K
774242

15w
Al19
2700K
774278

3000K
774279
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Ordering Code

9 A19
9 A19
9 A19
9 A19
9 A19
15 A19
15 A19
15 A19
15 A19

E26

E26

E26

GU24

GU24

E26

E26

GU24

GU24

LED9A19/P60W/927/J/D/1P

LED9A19/P60W/930/J/D/1P

LED9A19/P60W/940/J/D/1P

LED9A19/P60W/927/GU24/J/D/1P

LED9A19/P60W/930/GU24/J/D/1P

LED15A19/P100W/927/J/D/1P

LED15A19/P100W/930/J/D/1P

LED15A19/P100W/927/GU24/J/D/1P

LED15A19/P100W/930/GU24/J/D/1P

Volts  Description . CRI Lumens Re::;ulgi:e (©L Ly :: :It:
120 Frost 2700K 90 800 25000 4.331 2.362 60W
120 Frost 3000K 90 800 25000 4331 2.362 60W
120 Frost 4000K 90 800 25000 4331 2.362 60W
120 Frost 2700K 90 800 25000 4.331 2.280 60W
120 Frost 3000K 90 800 25000 4.331 2.280 60W
120 Frost 2700K 90 1600 25000 4520 2.280 100w
120 Frost 3000K 90 1600 25000 4520 2.280 100w
120 Frost 2700K 90 1600 25000 4520 2.280 100W
120 Frost 3000K 90 1600 25000 4520 2.280 100W

SHOPBULBRITE.COM
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- Light automatically turns on at dusk, off at dawn

- Come home to a well-lit house, adds safety and security to homes and businesses
- Proprietary design reduces false ons/offs

- Light sensor is not visible, does not detract from the bulb’s appearance

- Fits any fixture suited for a standard A19

Hidden Dusk-to-Dawn sensor JRULERITE -

aw
774070
3000K

Bulb Color  (p

Base Item # Ordering Code Volts Description

Type Temp.

Al9 E26 774070 LED9A19/930/D2D 120 Frost 3000K 90

60W

40

IBULBRITE
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A Type
3-Way A21

* LED replacement for an incandescent 3-way bulb that you can use in 3-way sockets
- Offers three (3) levels of light so users can adjust the brightness to their preference
+ Commonly used in portables

* Non-dimmable

i BULBRITE

Item #

Ordering Code
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5/9/14W
A21
2700K
774295

3000K
774296

5/9/14 A21 E26 LED5/9/14A21/PF100W/827/3WAY/1P 120

ﬁ 5/9/14 A21 E26 LED5/9/14A21/PF100W/830/3WAY/1P 120

— Average M.OL. M.OD.
Description . CRI Lumens Rated Life (in) (in)

40/

Frost 2700K 80 450/800/1600 15000 4.490 2760 60/
100w

40/

Frost 3000K 80 450/800/1600 15000 4.490 2760 60/
1oo0w
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Reflector - Basic Series >Ys5Y Yo Y.
R20, BR30, BR40 0OF ®

* Shape and size emulates halogen replacement bulbs
- Commonly used in track and recessed lighting

* Fully compatible with all dimmer types

7.5W oW 13W y 15.5W
R20 BR30 BR30 | BR40
2700K Sy 2700K 2700K i 2700K
772814 _ 772870 772873 772876
3000K 3000K 3000K 3000K
772815 772871 772874 772877

Average

Ordering Code Volts  Description Lumens Rated

. Life
ﬁ 75 R20 E26 772814  LED7R20/827/D 120 Frost 2700K 80 525 15000 3.740 2.480 50W
ﬁ 75 R20 E26 772815  LED7R20/830/D 120 Frost 3000K 80 525 15000 3.740 2.480 50W
ﬁ 8 BR30 E26 772870 LED8BR30/827/D/4 120 Frost 2700K 80 650 25000 5.200 3.740 65W
ﬁ 8 BR30 E26 772871  LED8BR30/830/D/4 120 Frost 3000K 80 650 25000 5.200 3.740 65W
ﬁ 11 BR30 E26 772873  LED11BR30/827/D/4 120 Frost 2700K 80 1050 15000 5.200 3.760 75W
ﬁ 11 BR30 E26 772874  LED11BR30/830/D/4 120 Frost 3000K 80 1050 15000 5.200 3.760 75W
ﬁ 15 BR40 E26 772876  LED15BR40/827/D/4 120 Frost 2700K 80 1100 25000 6.230 4.930 75W
ﬁ 15 BR40 E26 772877  LED15BR40/830/D/4 120 Frost 3000K 80 1100 25000 6.230 4.930 75W

SHOPBULBRITE.COM
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PARs - Basic Series
PAR20, PAR30SN, PAR3OLN, PAR38
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- UL wet location rated and may be suitable in totally enclosed fixtures
- Commonly used in track and recessed lighting

- Compatible with a wide range of dimmer types
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B
7W 10w
PAR20 Sy PAR30
3000K PR Short Neck
BILBRITE 772242 3000K
INAMABLE B
ULBRITE 772245
4000K
772243 4000K
772246
Wrwfﬁ'!m“
i SR BRITE 15w
PAR38
ByrpmTEE Long Neck U 3000K
3000K 772253
772248
=] 4000K
o t 53

ES  Watts Base Bulb Type  Item # Ordering Code Volts Description . Lumens A;E;;:ge
ife
7 PAR20 E26 772242  LED7PAR20/B-FL40/830/WD/2 120 Flood 3000K 80 500 25000 3.140 2.480 50W
7 PAR20 E26 772243  LED7PAR20/B-FL40/840/WD/2 120 Flood 4000K 80 500 25000 3.140 2.480 50W
10 PAR30SN E26 772245  LED10OPAR30S/B-FL40/830/WD/2 120 Flood 3000K 80 800 25000 3.600 3.690 75W
10 PAR30SN E26 772246  LED10OPAR30S/B-FL40/840/WD/2 120 Flood 4000K 80 800 25000 3.600 3.690 75W
10 PAR30LN E26 772248  LED10PAR30L/B-FL40/830/WD/2 120 Flood 3000K 80 800 25000 4530 3.740 75W
10 PAR30LN E26 772249  LED1OPAR30L/B-FL40/840/WD/2 120 Flood 4000K 80 800 25000 4530 3.740 75W
15 PAR38 E26 772253  LED15PAR38/B-FL40/830/WD/2 120 Flood 3000K 80 1200 25000 5.300 4.680 920w
15 PAR38 E26 772254  LED15PAR38/B-FL40/840/WD/2 120 Flood 4000K 80 1200 25000 5.300 4.680 9owW
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turn life on 43


http://shopbulbrite.com
https://products.bulbrite.com/772242
https://products.bulbrite.com/772243
https://products.bulbrite.com/772245
https://products.bulbrite.com/772246
https://products.bulbrite.com/772248
https://products.bulbrite.com/772249
https://products.bulbrite.com/772253
https://products.bulbrite.com/772254
https://products.bulbrite.com/772814
https://products.bulbrite.com/772815
https://products.bulbrite.com/772870
https://products.bulbrite.com/772871
https://products.bulbrite.com/772873
https://products.bulbrite.com/772874
https://products.bulbrite.com/772876
https://products.bulbrite.com/772877

PARs - Preferred Series
PAR16, PAR20

- Silver finish shell closely resembles traditional halogen PARs

- UL wet location rated and may be suitable in totally enclosed fixtures

- Commonly used in track and recessed lighting

* Fully compatible with all dimmer types

* Complies with the requirements of Appendix JA8 of the Title 24 Part 6 2022 Building Energy Efficiency Standards

for Residential and Nonresidential Buildings, which may classify a luminaire as high efficacy
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_— PAR20 _— PAR20
2700K 2700K
772261 772751
772262 i 772752

Burpares 6.5W i

B PAR16 3000K 3000K
3000K 772265 772755
771117 772266 772756

Average
ES Watts Bulb Type Base Ordering Code Description . Lumens Rated
6.5 PAR16 E26 771117  LED6PAR16FL40/50/830/D/4 120 Flood 3000K 80 500 15000 2760 1.950 60W
6.5 PAR20 E26 772261  LEDG6PAR20/NFL25/927/WD/2 120 Narrow Flood 2700K 90 500 25000 3125 2.500 50w
6.5 PAR20 E26 772262  LED6PAR20/FL40/927/WD/2 120 Flood 2700K 90 500 25000 3125 2500 50w
6.5 PAR20 E26 772265  LED6PAR20/NFL25/930/WD/2 120 Narrow Flood 3000K 90 500 25000 3125 2.500 50w
6.5 PAR20 E26 772266  LED6PAR20/FL40/930/WD/2 120 Flood 3000K 90 500 25000 3.125 2.500 50w
7 PAR20 E26 772751  LED7PAR20/NF25/827/WD/2 120 Narrow Flood 2700K 80 500 25000 3125 2.500 50w
7 PAR20 E26 772752  LED7PAR20/FL40/827/WD/2 120 Flood 2700K 80 500 25000 3125 2500 50W
7 PAR20 E26 772755  LED7PAR20/NF25/830/WD/2 120 Narrow Flood 3000K 80 500 25000 3125 2.500 50w
7 PAR20 E26 772756  LED7PAR20/FL40/830/WD/2 120 Flood 3000K 80 500 25000 3125 2500 50w

SHOPBULBRITE.COM
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PARs - Preferred Series o R\ /5 > 0
PAR30 Short Neck 08820 2

- Silver finish shell closely resembles traditional halogen PARs

- UL wet location rated and may be suitable in totally enclosed fixtures

+ Commonly used in track and recessed lighting

* Fully compatible with all dimmer types

* Complies with the requirements of Appendix JA8 of the Title 24 Part 6 2022 Building Energy Efficiency Standards

for Residential and Nonresidential Buildings, which may classify a luminaire as high efficacy
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Short Neck Short Neck
2700K 2700K
772763 . 772273

f 772764 — 772274
3000K 3000K
772767 772277
772768 772278

Average
Bulb Type Ordering Code Description . CRI Lumens Rated

ﬁ 10 PAR30SN E26 772763  LED10PAR30S/NF25/827/WD/2 120 Narrow Flood 2700K 80 800 25000 3.563 3.750 75W
ﬁ 10 PAR30SN E26 772764  LED1OPAR30S/FL40/827/WD/2 120 Flood 2700K 80 800 25000 3.563 3750 75W
ﬁ 10 PAR30SN E26 772767  LED10PAR30S/NF25/830/WD/2 120 Narrow Flood ~ 3000K 80 800 25000 3563 3.750 75W
ﬁ 10 PAR30SN E26 772768  LED10PAR30S/FL40/830/WD/2 120 Flood 3000K 80 800 25000 3.563 3.750 75W
ﬁ 10 PAR30SN E26 772273  LED10PAR30S/NF25/927/WD/2 120 Narrow Flood 2700K 90 830 25000 3.563 3.750 75W
ﬁ 10 PAR30SN E26 772274  LED1OPAR30S/FL40/927/WD/2 120 Flood 2700K 90 830 25000 3.563 3.750 75W
ﬁ 10 PAR30SN E26 772277  LED1OPAR30S/NF25/930/WD/2 120 Narrow Flood 3000K 90 830 25000 3.563 3.750 75W

10 PAR30SN E26 772278  LED1OPAR30S/FL40/930/WD/2 120 Flood 3000K 90 830 25000 3.563 3.750 75W

SHOPBULBRITE.COM _BULBR,TE®
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PARs - Preferred Seri B @ 5 N €D (D B
PAR30 Long Neck . OBOP00DEL

- Silver finish shell closely resembles traditional halogen PARs

- UL wet location rated and may be suitable in totally enclosed fixtures

- Commonly used in track and recessed lighting

* Fully compatible with all dimmer types

* Complies with the requirements of Appendix JA8 of the Title 24 Part 6 2022 Building Energy Efficiency Standards

for Residential and Nonresidential Buildings, which may classify a luminaire as high efficacy
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PAR30
Long Neck ow
2700K PAR30
772775 Long Neck
772776 2700K

772286
3000K
772779 3000K
772780 772290

Average
Bulb Type Base Ordering Code Volts  Description Lumens Rated
: Life

10 PAR30LN E26 772775  LED1OPAR3OL/NF25/827/WD/2 120 Narrow Flood ~ 2700K 80 800 25000 4.563 3.750 75W
10 PAR30LN E26 772776  LED1OPAR30L/FL40/827/WD/2 120 Flood 2700K 80 800 25000 4.563 3750 75W
10 PAR3OLN E26 772779  LED1OPAR3OL/NF25/830/WD/2 120 Narrow Flood ~ 3000K 80 800 25000 4.563 3.750 75W
10 PAR30LN E26 772780  LED1OPAR30L/FL40/830/WD/2 120 Flood 3000K 80 800 25000 4563 3.750 75W
10 PAR30LN E26 772286  LED10PAR30L/FL40/927/WD/2 120 Flood 2700K 90 800 25000 4.563 3.750 75W
10 PAR30LN E26 772290  LED10PAR30L/FL40/930/WD/2 120 Flood 3000K 90 800 25000 4.563 3.750 75W
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PARs - Preferred Series
PAR38

- Silver finish shell closely resembles traditional halogen PARs

- UL wet location rated and may be suitable in totally enclosed fixtures

- Commonly used in track and recessed lighting

* Fully compatible with all dimmer types

* Complies with the requirements of Appendix JA8 of the Title 24 Part 6 2022 Building Energy Efficiency Standards for

Residential and Nonresidential Buildings, which may classify a luminaire as high efficacy
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15w 15W
PAR38 PAR38
2700K 2700K
772787 772297
772788 772298
3000K 3000K
772791 772301
772792 772302

Average M.OL.

Watts Bulb Type Base Ordering Code Description . Lumens RI::itfeed (in)

ﬁ 15 PAR38 E26 772787  LED15PAR38/NF25/827/WD/2 120 Narrow Flood 2700K 80 1200 25000 5188 4.750 120w
ﬁ 15 PAR38 E26 772788  LED15PAR38/FL40/827/WD/2 120 Flood 2700K 80 1200 25000 5188 4.750 120w
ﬁ 15 PAR38 E26 772791  LED15PAR38/NF25/830/WD/2 120 Narrow Flood ~ 3000K 80 1200 25000 5188 4750  120W
ﬁ 15 PAR38 E26 772792  LED15PAR38/FL40/830/WD/2 120 Flood 3000K 80 1200 25000 5.188 4.750 120W
ﬁ 15 PAR38 E26 772297  LED15PAR38/NF25/927/WD/2 120 Narrow Flood 2700K 90 1200 25000 5.188 4.750 120W
ﬁ 15 PAR38 E26 772298  LED15PAR38/FL40/927/WD/2 120 Flood 2700K 90 1200 25000 5188 4.750 120w
ﬁ 15 PAR38 E26 772301  LED15PAR38/NF25/930/WD/2 120 Narrow Flood 3000K 90 1200 25000 5188 4.750 120w

15 PAR38 E26 772302  LED15PAR38/FL40/930/WD/2 120 Flood 3000K 90 1200 25000 5188 4.750 120w
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MRis o S 0G0 200!

* True retrofit for halogen MR16s

- Rated for use in totally enclosed fixtures

- Commonly used in track, recessed, and outdoor lighting
* Fully compatible with all dimmer types
* Complies with the requirements of Appendix JA8 of the Title 24 Part 6 2022 Building Energy Efficiency Standards

for Residential and Nonresidential Buildings, which may classify a luminaire as high efficacy
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- 5.5W a 6.5W
-~ PAR16 - PAR16
2700K 2700K
Butsairs 771221 Butsmite 771119
3000K 3000K
] ﬁ 771218 ] ﬁ 771120

Average M.OL

ES Watts Bulb Type Ordering Code Volts  Description . Lumens Rll-:litfeed (in.)
615] PAR16 GU10 771221  LED5PAR16GUFL40/50/927/J/D 120 Flood 2700K 90 400 25000 2.160 1970 50W
55 PAR16 GU10 771218  LED5PAR16GUFL40/50/930/J/D 120 Flood 3000K 90 420 25000 2.160 1970 50W
6.5 PAR16 GU10 771119  LED6PAR16GUFL40/50/827/D/A 120 Flood 2700K 80 500 25000 2.040 1970 50W
6.5 PAR16 GU10 771120  LED6PAR16GUFL40/50/830/D/4 120 Flood 3000K 80 500 25000 2.040 1970 50w
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MRs - Preferred Series
MR16 GU5.3

: True retrofit for halogen MR16s

- Rated for use in totally enclosed fixtures

AN 7 (SR o 52
HO) SCD 2@ gt c@us
&y R \ LISTER

- Commonly used in track, recessed, and outdoor lighting
* Fully compatible with all dimmer types
* Complies with the requirements of Appendix JA8 of the Title 24 Part 6 2022 Building Energy Efficiency

Standards for Residential and Nonresidential Buildings, which may classify a luminaire as high efficacy
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6.5W 7W
MR16 MR16
2700K 2700K 6.5W 7.5W
771205 771211 MR16 MR16
771207 2700K 2700K
3000K 771101 771203
3000K
vy 771206 771212 eid 3000k | 3000k
[} 771208 LI 771102 | 771204

Average
Item # Ordering Code Volts  Description T CRI Lumens Rated

6.5 MR16 GU5.3 771205  LED6MR16NF25/50/827/D 12 Narrow Flood ~ 2700K 80 500 25000 1910 1970 50W
6.5 MR16 GUS.3 771207  LED6MRI16FL35/50/827/D 12 Flood 2700K 80 500 25000 1900 1970 50w
6.5 MR16 GUS.3 771206  LED6MRI16NF25/50/830/D 12 Narrow Flood ~ 3000K 80 500 25000 1910 1970 50W
6.5 MR16 GU53 771208  LED6MR16FL35/50/830/D 12 Flood 3000K 80 500 25000 1910 1970 50W
6.5 MR16 GU5.3 771101  LED6MR16FL35/50/927/J/D/4 12 Flood 2700K 90 500 25000 1900 1970 50W
6.5 MR16 GU5.3 771102  LED6MR16FL35/50/930/J/D/4 12 Flood 3000K 90 500 25000 1900 1970 50w

7 MR16 GU5.3 771211  LED7MRI16FL35/75/827/D 12 Flood 2700K 80 570 25000 1910 1970 75W

7 MR16 GU5.3 771212  LED7MRI16FL35/75/830/D 12 Flood 3000K 80 570 25000 1910 1970 75W
75 MR16 GUS.3 771203  LED7MRI16FL35/75/927//D 12 Flood 2700K 90 570 25000 1910 1970 75W
75 MR16 GU53 771204  LED7MR16FL35/75/930/J/D 12 Flood 3000K 90 570 25000 1910 1970 75W
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4" & 5/6" Retrofit Kits

5CCT Selectable with E26 Quick Connect Adapter

> Q ‘ % l&wﬁm‘f ‘
& ElEEET  LISTER

- LED Recessed Downlight with E26 Quick Connect Adapter

- Regressed design with smooth finish

- Can be hard-wired or used in a medium base socket

- Energy Star rating makes this product eligible for many regional rebates

+ Complies with the requirements of Appendix JA8 of the Title 24 Part 6 2022 Building Energy Efficiency Standards for Residential and Nonresidential
Buildings, which may classify a luminaire as high efficacy

-5 CCT Selectable - 2700/3000/3500/4000/5000K switch located on back of fixture

* High output 4” downlight emitting 1100 lumens - 75W Equivalent

12w

4" DOWNLIGHT
5CCT SELECTABLE
773190

14w

5/6" DOWNLIGHT
5CCT SELECTABLE
773191

Lu- Average 651 MoD.

Watts Type Item # Ordering Code Description ) mens Rfitf:d (in) (in)
White Round
D LED12REC/4/5CCT/927-950 . 5CCT-
12 4" DWNLGT E26 773190 JWHRD/D 120 - Smooth Trim - 27/30/35/40/50K 90 1100 50000 1.690 4.960
Regressed
White Round
5/6" LED14REC/5/6/5CCT/927-950 . 5CCT-
14 DWNLGT E26 773191 JWHRD/D 120 - S;:;:;;Zém - 27/30/35/40/50K 90 1100 50000 1.690 7.240

SLHOYITNMOA

Watt
Equiv.

75W

75W
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4" Retrofit Kits OB820DOOE 6
E26 Quick Connect Adapter Standard GGG LTES

& Adjustable Gimbal

- LED Recessed Downlight with E26 Quick Connect Adapter

- 9W Baffled to reduce glare

- Can be hard-wired or used in a medium base socket

- Energy Star rating makes this product eligible for many regional rebates

+ High 90 CRI offers excellent color

+ Complies with the requirements of Appendix JA8 of the Title 24 Part 6 2022 Building Energy Efficiency Standards for Residential and Nonresidential

Buildings, which may classify a luminaire as high efficacy

- Adjustable gimbal ring allows for 360° rotation of the light with up to 35° tilt for maximum control
* High output 4” downlight emitting 1100 lumens - 75W Equivalent

E * L0y E W <'°s <D

b " * " (S )

L) 95 SNEW -

- ’Arlo - ’Anv ’v L/
B .

4\
4" DOWNLIGHT 9w 12W
RETROFITKIT 4" DOWNLIGHT 4" J-BOX
STANDARD RETROFITKIT DOWNLIGHT
2700K [ ADJUSTABLE RETROFITKIT
773115 2700K STANDARD
= 773170
3000K 2700K
\ 3000K 773108
773116 \\,W 3000k
4000K ‘s' 3000K
773117 - 773109
4000K
773110

Average
Watts Bulb Type Base Ordering Code Volts Description CRI Lumens Rated M(m)L M(IS)D Watt

Life Equiv.
p White Round
9 DWNLGT E26 773115 LEDOREC/4/927/WHRD/D 120 - Baffled Trim - 2700K 90 650 50000 2441 5512 65W
Regressed
& White Round
9 DWNLGT E26 773116 LED9REC/4/930/WHRD/D 120 - Baffled Trim - 3000K 90 650 50000 2441 5512 65W
Regressed
y White Round
9 DWNLGT E26 773117 LED9REC/4/940/WHRD/D 120 - Baffled Trim - 4000K 90 650 50000 2441 5512 65W
Regressed
9 DWﬁLGT E26 773170 LED9REC/4/927/WHRD-G/D 120 White Round 2700K 90 650 50000 2.559 4.961 65W
9 DW:ILGT E26 773171 LED9REC/4/930/WHRD-G/D 120 White Round 3000K 90 650 50000 2559 4.961 65W
4.. White Round
12 DWNLGT E26 773108 LED12REC/4HL/827/WHRD/D 120 - Smooth Trim - 2700K 80 1100 50000 1.690 4.960 75W
Regressed
p White Round
12 DWNLGT E26 773109 LED12REC/4HL/830/WHRD/D 120 - Smooth Trim - 3000K 80 1100 50000 1.690 4.960 75W
Regressed
o White Round
12 DWNLGT E26 773110 LED12REC/4HL/840/WHRD/D 120 - Smooth Trim - 4000K 80 1100 50000 1.690 4.960 75W
Regressed

52
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5/6" Retrofit Kits O 220DPNE O
E26 Quick Connect Adapter Standard & N \ LISTER

& Adjustable Gimbal

- LED Recessed Downlight with E26 Quick Connect Adapter

- Baffled to reduce glare

- Can be hard-wired or used in a medium base socket

- Energy Star rating makes this product eligible for many regional rebates

* High 90 CRI offers excellent color

- Complies with the requirements of Appendix JA8 of the Title 24 Part 6 2022 Building Energy Efficiency Standards for Residential and Nonresidential

SLHOYITNMOA

Buildings, which may classify a luminaire as high efficacy
- Adjustable gimbal ring allows for 360° rotation of the light with up to 35° tilt for maximum control

LH"""\_.,_
£ 14W
L 5/6" DOWNLIGHT
RETROFIT KIT 14w
STANDARD \ 5/6" DOWNLIGHT
2700K RETROFIT KIT
773165 ADJUSTABLE
o 2700K
\ 3000K 773180
773166 \
=+ \ 3000K

. s’ 4000K 773181
& 773167
=

Average M.OL

ES  Watts Type Base Type Ordering Code Volts Description CRI Lumens Rated (in.) .
. Life :
White Round
14 5/6" DWNLGT E26 773165 LED14REC/5/6/927/WHRD/D 120 - Baffled Trim - 2700K 90 1100 50000 2760 7.240 75W
Regressed
White Round
14 5/6" DWNLGT E26 773166 LED14REC/5/6/930/WHRD/D 120 - Baffled Trim - 3000K 90 1100 50000 2.760 7.240 75W
Regressed
White Round
14 5/6" DWNLGT E26 773167 LED14REC/5/6/940/WHRD/D 120 - Baffled Trim - 4000K 90 1100 50000 2.760 7.240 75W
Regressed
14 5/6" DWNLGT E26 773180 LED14REC/5/6/927/WHRD-G/D 120 White Round 2700K 90 1100 50000 2.756 7244 75W
14 5/6" DWNLGT E26 773181 LED14REC/5/6/930/WHRD-G/D 120 White Round 3000K 90 1100 50000 2756 7244 75W
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4" & 6" Downlight

5CCT Selectable w/Remote Metal J-Box, 80 CRI

ENERCY STAR I N (]

* LED Recessed Downlight with remote junction box
- Regressed design with smooth finish

* Tension springs for easy mounting

0
-
XL
2
-
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o
Q

- Easy to install - no recessed can or junction box needed

12w
4" J-BOX
DOWNLIGHT
5CCT
SELECTABLE
= 773301

-5 CCT Selectable - 2700/3000/3500/4000/5000K switch located inside J-Box

+ Screw connector for simple downlight connection after J-Box installation, wiring and ceiling is sheet-rocked
* High output 4” downlight emitting 1100 lumens - 75W Equivalent

14w

6" J-BOX
DOWNLIGHT
5CCT
SELECTABLE
773302

CCT SELECTOR

ES Watts  Bulb Type Ordering Code

4" JBOX LED12RECJBOXDL/4/5CCT/827-850/
L2 pwnieT 273301 whroiD

6" JBOX LED14RECJBOXDL/6/5CCT/827-850/
14 pwNLGT 773302 wirpip

Description

White Round

120 - Smooth Trim -

Regressed

White Round

120 - Smooth Trim -

Regressed

IS LOCATED ON J-BOX

Average

W
Lumens Rated M(..O.)L. M(-'O.)D. u'tt
Life Mk n. Equiv.
5/CCT -
27/30/35/40/50k &0 1100 50000 1500 4960  75W
5CCT-
27/30/3500/50k 80 1100 50000 1690 7240  75W
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4" & 6" Downlight

Remote Metal J-Box, 80 CRI

@ o
Amp 5 L new® & c@us
y y > L/
LBTER

* LED Recessed Downlight with remote junction box

- Baffled to reduce glare (except high output model)

* Remote junction box allows the installer to mount fixtures near beams or other potential obstructions in-ceiling

* High output emitting 1100 lumens - 75W Equivalent with smooth finish

- Suitable for new construction and remodel installations

- Easy to install — no recessed can or junction box needed

4" J-BOX
DOWNLIGHT

| 2700k

ES  Watts Type Item #
9 aBOX 173210
9 S&f,i’&ﬁ 773211
9 SaBOX 173212
12 S&f,i’&ﬁ 773215
12 FaBOX 77321
12 S&f,i’&ﬁ 773217
14 SaBOX 113220
14 g&j:fg; 773221
14 SBOX 173222

773210

3000K
773211

4000K
773212

Ordering Code

LED9JBOXDL/4/827/WHRD/D

LED9JBOXDL/4/830/
WHRD/D

LED9JBOXDL/4/840/
WHRD/D

LED12JBOXDL/4HL/827/
WHRD/D

LED12JBOXDL/4HL/830/
WHRD/D

LED12JBOXDL/4HL/840/
WHRD/D

LED14JBOXDL/6/827/
WHRD/D

LED14JBOXDL/6/830/
WHRD/D

LED14JBOXDL/6/840/
WHRD/D

120

120

120

120

120

120

120

120

120

14w

6" J-BOX
DOWNLIGHT
2700K
773220

3000K
773221

4000K
773222

Description

White Round -
Baffled Trim - Ultra
Slim

White Round -
Baffled Trim - Ultra
Slim

White Round -
Baffled Trim - Ultra
Slim

White Round
- Smooth Trim -
Ultra Slim

White Round
- Smooth Trim -
Ultra Slim

White Round
- Smooth Trim -
Ultra Slim

White Round -
Baffled Trim - Ultra
Slim

White Round -
Baffled Trim - Ultra
Slim

White Round -
Baffled Trim - Ultra
Slim

2700K

3000K

4000K

2700K

3000K

4000K

2700K

3000K

4000K

CRI

80

80

80

80

80

80

80

80

80

Lumens

650

650

650

1100

1100

1100

1100

1100

1100

2°25
- B
- NEW ~
> &

o .2

12w
2700K
773215

3000K
773216

4000K

773217

Average

Rated

Life

50000

50000

50000

50000

50000

50000

50000

50000

50000

4" J-BOX
DOWNLIGHT

M.O.L.

(in.)

1260

1260

1260

1690

1690

1690

1260

1260

1260

M.O.D.

(in.)

4800

4800

4800

4960

4960

4960

6850

6850

6850

Watt
Equiv.

65W

65W

65W

75W

75W

75W

75W

75W

75W

SHOPBULBRITE.COM
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3"& 4" Downlight

OB20DE 0
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56

Remote Metal J-Box, 90 CRI

- Baffled to reduce glare

* LED Recessed Downlight with remote junction box

* Suitable for new construction and remodel installations

- Easy to install - no recessed can or junction box needed

* Remote junction box allows the installer to mount fixtures near beams or other potential obstructions in-ceiling

7W 9w
Q . 3"J-BOX Q‘ 4" J-BOX
—— \ DOWNLIGHT T g DOWNLIGHT
2700K 2700K
F 773230 £ 773240
J J v
3000K 3000K
! 773231 < 773241
| 4000K | 4000K
4 773232 | 773242
| / |
\ f | ¥,
.\ |III .'/
\

Average
Watts  Bulb Type Item # Ordering Code Volts Description Lumens Rated
Life
3" JBOX White Round
7 773230 LED7JBOXDL/3/927/WHRD/D 120 - Baffled Trim - 2700K 90 400 50000 1.260 3.350 50W
DWNLGT .
Ultra Slim
3" JBOX White Round
7 773231 LED7JBOXDL/3/930/WHRD/D 120 - Baffled Trim - 3000K 90 400 50000 1.260 3.350 50W
DWNLGT X
Ultra Slim
3" JBOX White Round
7 773232 LED7JBOXDL/3/940/WHRD/D 120 - Baffled Trim - 4000K 90 400 50000 1.260 3.350 50W
DWNLGT "
Ultra Slim
4" JBOX White Round
9 773240 LED9JBOXDL/4/927/WHRD/D 120 - Baffled Trim - 2700K 90 650 50000 1.260 4.800 65W
DWNLGT X
Ultra Slim
2" JBOX White Round
9 773241 LED9JBOXDL/4/930/WHRD/D 120 - Baffled Trim - 3000K 90 650 50000 1.260 4.800 65W
DWNLGT .
Ultra Slim
4" JBOX White Round
9 773242 LED9JBOXDL/4/940/WHRD/D 120 - Baffled Trim - 4000K 90 650 50000 1.260 4.800 65W
DWNLGT Ultra Slim

IBULBRITE
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6" & 8" Downlight

Remote Metal J-Box, 90 CRI

* LED Recessed Downlight with remote junction box

- Baffled to reduce glare

* Remote junction box allows the installer to mount fixtures near beams or other potential obstructions in-ceiling
* Suitable for new construction and remodel installations

- Easy to install - no recessed can or junction box needed

14w

6" J-BOX
DOWNLIGHT
2700K
773260

3000K
773261

4000K
773262

Watts  Bulb Type Item # Ordering Code Volts
14 g\‘;VJr\?S:,)'(r 773260 IWEE;.;;[B)OXDL/G/QZW 120
14 S\';VJ,\?&); 773261 IWESég\ngXDL/S/QSO/ 120
14 SCVJ,EIS)G)SF 773262 IWERégngXDL/G/QIIO/ 120
18 g\';VJ’\?LOc;)Sr 773270 IWESég./JgOXDL/S/QZW 120
18 g\';th?Loe)fr 773271 IWER'%S./JSOXDL/S/93O/ 120
18 g\';VJ’\?I%)Sr 773272 I\;VE'_[:ég./J[B)OXDL/B/QAIO/ 120

Description

White Round
- Baffled Trim -
Ultra Slim

White Round
- Baffled Trim -
Ultra Slim

White Round
- Baffled Trim -
Ultra Slim

White Round
- Baffled Trim -
Ultra Slim

White Round
- Baffled Trim -
Ultra Slim

White Round
- Baffled Trim -
Ultra Slim

2700K

3000K

4000K

2700K

3000K

4000K

90

90

90

90

90

90

Lumens

1080

1080

1080

1400

1400

1400

18w
8" J-BOX
DOWNLIGHT

' 2700K

773270

3000K
773271

4000K
773272

Average MOL.

el n)
50000 1.260
50000 1.260
50000 1.260
50000 1.260
50000 1.260
50000 1.260

6.850

6.850

6.850

8.800

8.800

8.800

70W

70W

70W

100w

100w

100w

SHOPBULBRITE.COM
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Downlight Mounting Bracket
Universal 3/4/6" for New Construction

* Universal Mounting Plate - 3",4"6"
- Expandable up to 24" joist spacing
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Q

BRACKET
773300

Ordering Code Description

BRACKET 773300 LED3/4/6-DOWNLIGHT/24BRACKET il e BTl o 2 e Dl -
Expands up to 24" Space

IBULBRITE SHOPBULBRITE.COM
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Minis - 120V
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* Small format LED mini bulbs are proper retrofits for Halogen and Xenon bulbs

+ Higher lumens and long life in a smaller profile for hard-to-reach applications

- Commonly used in pendants, sconces, and chandeliers

* Fully compatible with all dimmer types
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45

45

45

45

45

45

45
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6.5

6.5
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T6

T6

T6

T6

T6

T6

T6

T6

T6

T6

T6

T6

T6

T6

T6

T6

4.5W
Ell
2700K
770592

3000K
770581

E1l
2700K
770629

3000K
770630

El1
El1
El1
El1
E12
E12
E12
E12
El1
El1
E12
E12
El1
El1
E12

E12

Item #

ButsriTe

Ordering Code

LED4E11/27K/120/D

LED4E11/30K/120/D

LED4E11/27K/120/F/D

LED4E11/30K/120/F/D

LED4E12/27K/120/D

LED4E12/30K/120/D

LED4E12/27K/120/F/D

LED4E12/30K/120/F/D

LED5E11/27K/120/D

LED5E11/30K/120/D

LED5E12/27K/120/D

LED5E12/30K/120/D

LED6E11/27K/120/D

LED6E11/30K/120/D

LED6E12/27K/120/D

LED6E12/30K/120/D
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4.5W
Ell
FROST
2700K
770593

3000K
770582

E12
2700K
770631

3000K
770632

Volts

120

120

120

120

120

120

120

120

120

120

120

120

120

120

120

120

Description

Clear

Clear

Frost

Frost

Clear

Clear

Frost

Frost

Clear

Clear

Clear

Clear

Clear

Clear

Clear

Clear

B

I
1

i

2700K

3000K

2700K

3000K

2700K

3000K

2700K

3000K

2700K

3000K

2700K

3000K

2700K

3000K

2700K

3000K

®are®

4.5W
E12
2700K
770595

3000K
770584

6.5W
Ell
2700K
770640

3000K
770641

CRI Lumens
80 400
80 400
80 340
80 340
80 400
80 400
80 340
80 340
80 550
80 550
80 550
80 550
80 700
80 700
80 700
80 700

Average

Rated
Life

25000

25000

25000

25000

25000

25000

25000

25000

25000

25000

25000

25000

15000

15000

15000

15000

BuLBRITE }

M.O.L.
(in.)

2.060
2.060
2.060
2.060
2130
2130
2130
2130
2283
2283
2323
2323
2.830
2.830
2.890

2.890

®are®

4.5W
E12
FROST
2700K
770596

3000K
770585

6.5W
E12
2700K
770642

3000K
770643

M.OD. Watt
(in.) Equiv.
0.700 40W
0.700 40w
0.700 40W
0.700 40w
0.700 40W
0.700 40w
0.700 40W
0.700 40w
0.748 60W
0.748 60W
0.748 60W
0.748 60W
0.748 70W
0.748 70W
0.748 70W
0.748 70W
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Minis - 120V
G9

* Small format LED mini bulbs are proper retrofits for Halogen and Xenon bulbs

O
Y eTE

+ Higher lumens and long life in a smaller profile for hard-to-reach applications
+ Commonly used in specialty lighting applications

+ Fully compatible with all dimmer types
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45W
45w G9
: G9 FROST
ELV DIMMABLE L DIMMABLE suserd | DIMMABLE
mumul 2700K 2700K 2700K
770589 o | 770590 " | 770501
. 3000K ,
iR 3000K 111 |3000k
0 |rr0s77 U U 770870 J U | 77080
—_— “"-[»..
5W - |esw
G9 e
DIMMABLE | oiMmaBLE
2700K - [2700k
770647 . | 770644
Buismre BULBRITE
3000K 3000K
uu 770648 0 U 770645

Average
Item # Ordering Code Volts Description Lumens Rated
. Life
8I5) T5 G9 770589 LED3G9/27K/120 120 Clear 2700K 80 330 25000 1.950 0.630 25W
35 T5 G9 770577  LED3G9/30K/120 120 Clear 3000K 80 330 25000 1.950 0.630 25W
4.5 T6 G9 770590 LED4G9/27K/120/D 120 Clear 2700K 80 400 25000 2170 0.710 40W
4.5 T6 G9 770579  LED4G9/30K/120/D 120 Clear 3000K 80 400 25000 2170 0.710 40W
4.5 T6 G9 770591  LED4G9/27K/120/F/D 120 Frost 2700K 80 340 25000 2170 0.710 40W
4.5 T6 G9 770580 LED4G9/30K/120/F/D 120 Frost 3000K 80 340 25000 2170 0.710 40W
5 T6 G9 770647  LED5G9/27K/120/D/2 120 Clear 2700K 80 550 25000 2170 0.750 60W
5 T6 G9 770648 LED5G9/30K/120/D/2 120 Clear 3000K 80 550 25000 2170 0.750 60W
6.5 T6 G9 770644  LED6G9/27K/120/D 120 Clear 2700K 80 700 15000 2.720 0.748 70W
6.5 T6 G9 770645 LED6G9/30K/120/D 120 Clear 3000K 80 700 15000 2720 0.748 70W
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Minis - 120V
GY6.35, GY8, BA15D, R7S

* Small format LED mini bulbs are proper retrofits for Halogen and Xenon bulbs

* Higher lumens and long life from a smaller profile for hard-to-reach applications
* Small format bulbs commonly used in pendants, sconces, and chandeliers

- Double-ended bulbs commonly used in ceiling fixtures, portable, and outdoor fixtures
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- Fully compatible with all dimmer types

g i
= - 7
Ary 45W il = 45W | asw
~ |ovess = GY8 - |BA15d
E | 2700K . | 2700k | 2700K
770616 ‘ 770588 | 770620
3000K , 3000K 3000K
770615 ] 770576 - |770619
| !
| |
‘ 10W
R7S R7S
3000K bl 3000K
770637 770638

Average  \15)  MOD. Watt

Item # Ordering Code Volts  Description ' CRI Lumens Rfitfeed (in) (in)  Equiv.
45 T6 GY6.35 770616  LED4AGY6/27K/D/2 120 Clear 2700K 80 400 25000 1.810 0.730 40W
45 T6 GY6.35 770615  LED4GY6/30K/D/2 120 Clear 3000K 80 400 25000 1.810 0.730 40W
45 T6 GY8 770588  LEDAGY8/27K/120/D 120 Clear 2700K 80 400 25000 1.810 0.690 40W
45 T6 GY8 770576  LEDAGY8/30K/120/D 120 Clear 3000K 80 400 25000 1.810 0.690 40W
45 T5 BA15D 770620  LEDA4DC/27K/D 120 Clear 2700K 80 400 25000 2.100 0.670 40W
45 T5 BA15D 770619  LED4DC/30K/D 120 Clear 3000K 80 400 25000 2.100 0.670 40W
6 J-TYPE R7S 770637  LED6R7S/30K/S/D 120 Clear 3000K 80 550 25000 3.063 0.925 50W
10 J-TYPE R7S 770638  LED10OR7S/30K/L/D 120 Clear 3000K 80 1100 25000 4.638 0.925 75W
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Minis - 12V
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G4, GY6.35, Wedge
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2 JC
2 Jc
3 JC
3 Jc
45 T5
45 T5
5 T7
5 T7
25 T3
25 T3

2w

G4
2700K
770586

3000K
770571

- Compatible with some dimmer types

BULBRITE

G4 7
G4 7
G4 7
G4 7
G4 7
G4 7
GY6.35 7
GY6.35 7
WEDGE 7
WEDGE 7

Ordering Code Volts Description
LED2G4/27K/12 12 Clear
LED2G4/30K/12 12 Clear
LED3G4/27K/12 12 Clear

2 LED3G4/30K/12 12 Clear
3  LED4G4/27K/12 12 Clear
4 LED4G4/30K/12 12 Clear
5 LED5GY6/27K/12 12 Clear
6 LED5GY6/30K/12 12 Clear
4 LED2WEDGE/27K/12 12 Clear
3  LED2WEDGE/30K/12 12 Clear

* Small format LED mini bulbs are proper retrofits for Halogen and Xenon bulbs

+ Higher lumens and long life in a smaller profile for hard-to-reach applications
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2700K
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5w
GY6.35
2700K
770625

3000K
770626

+ Commonly used in pendants, sconces, chandeliers, under cabinet lighting, and outdoor lighting
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2.5W
WEDGE
2700K
770594

3000K
770583

Lumens

180

180
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Average

Rated
Life

15000

15000

15000

15000

25000

25000

25000

25000

15000

15000
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G4
2700K
770623

3000K
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M.O.L.
(in.)

1420
1420
1.690
1.690
1811
1811
2.047
2.047
1.460

1.460

0.570

0.570

0.630

0.630

0.669

0.669

0.886

0.886

0.590

0.590

15W

15W

25W

25W

40W

40W

60W

60W

20W

20W
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Minis - 12V & 24V
Festoon, G4 Wafer, BA15s

* Small format LED mini bulbs are proper retrofits for Halogen and Xenon bulbs

@ €.

LISTED Intertek

+ Higher lumens and long life in a smaller profile for hard-to-reach applications
+ Commonly used in pendants, sconces, and chandeliers

- Compatible with some dimmer types
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RECOGNIZED
COMPONENT
c@us : - SBE),
08w LISTER [ [:@I.IS
r’!} FESTOON DRY RATED LISTER @
: 2700K . :
g O | 28w = 45W
el 770612 (12V) G4 E BA15s
— 770614 (24V) 2700K i 2700K
] 000K 770622 NL___ 770618
U« 770611 (12V) 3000K .| 3000k
770613 (24V) 770621 770617

Average MOL.

Ordering Code Volts Description ) Lumens R:itfeed (in)
0.8 T3 FEST 770612  LED1/FEST/27K/12/2 12 Clear 2700K 82 55 25000 1636 0.417 20w
0.8 T3 FEST 770611  LED1/FEST/30K/12/2 12 Clear 3000K 82 55 25000 1636 0.417 20w
0.8 T3 FEST 770614  LED1/FEST/27K/24/2 24 Clear 2700K 82 55 25000 1636 0.413 20w
0.8 T3 FEST 770613  LED1/FEST/30K/24/2 24 Clear 3000K 82 55 25000 1636 0.413 20w
28 WAFER G4 770622  LED3G4/WA/27K/12 12 Clear 2700K 80 280 25000 1560 1190 25W
2.8 WAFER G4 770621  LED3G4/WA/30K/12 12 Clear 3000K 80 280 25000 1.560 1190 25W
45 T4 BA15S 770618  LED4SC/27K/12 12 Clear 2700K 80 400 25000 2100 0.675 40W
45 T4 BA15S 770617  LED4SC/30K/12 12 Clear 3000K 80 400 25000 2100 0.675 40W
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Average Rated Life - An average rating, in hours, indicating when a percentage of a large group
of lamps have failed when operated at nominal lamp voltage and current. The life of an LED is
defined as the operating time in hours for the lamp to reach L70, which designates 70% lumen
maintenance (or 30% reduction in initial light output). Every lamp type has a unique mortality
curve that depicts its average rated life.

Binning - The separation of LEDs according to color temperature after a production run for full
manufactured distribution in terms of color, lumen output, and forward voltage. This procedure
allows luminaire manufacturers to select only LEDs that meet their acceptable performance ranges
and maintain production consistency.
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Center Beam Candlepower (CBCP) - The luminous intensity at the center of the beam of a
reflector lamp, measured in candelas.

Diode — A two-terminal semiconductor device with a p-n (positive-negative) junction that allows
energy travel in one direction.

DLC - The DesignLights Consortium® (DLC) promotes quality, performance, and energy-efficient
commercial sector LED lighting solutions through collaboration among its federal, regional, state,
utility, and energy efficiency program members; luminaire manufacturers; lighting designers, and
other industry stakeholders throughout the U.S. and Canada.

Driver - A self-contained power supply that has outputs that match the electrical characteristics
of the lamp. It is similar to a ballast and is used to power illumination sources.

Electrical Testing Laboratory (ETL) - Independent testing laboratory that performs ballast tests
and certifies accuracy of performance data.

Energy Star -ENERGY STAR is a joint program of the U.S. Environmental Protection Agency and
the U.S. Department of Energy promoting money savings and the protection of the environment
through energy-efficient products and practices.

www.energystar.gov.

Federal Communications Commission (FCC) - The U. S. Federal agency that regulates emissions
in the radio frequency portion of the electromagnetic spectrum. Part 18 of the FCC rules specifies
electromagnetic interference (EMI) from lighting devices operating at frequencies greater than 9
kilohertz (kHz).

Typical electronically-ballasted compact fluorescent lamps operate in the 24 - 100 kHz frequency
range.

Heat Sink - A heat sink is an environment or object that absorbs and dissipates heat from another
object. The design of an LED retrofit lamp’s heat sink is an integral factor in the overall performance
of the lamp.

High Power LED - LED chips can be assembled in
two primary methods for integration in an LED
retrofit lamp: SMD (Surface Mount Device) and COB
(Chip on Board).

- SMD - SMD LEDs are enclosed by a housing and the encased LED is soldered onto the printed
circuit board (PCB). This method of assembly does not have optimal heat conduction.

- COB - COB LEDs are neither encased nor connected. The LED chips are placed directly onto
the PCB through wire bonding and attached to the contact surface of the PCB. The benefits of
COB technology include longer life, better performance, and higher light output due to better
heat conduction in this assembly structure.

llluminance - The intensity of light falling on a surface area. If you measure in square feet, the unit
of illuminance is footcandles (fc). If you measure in square meters, the unit of illuminance is lux (Ix).

llluminance Cone Diagram - Usually used for spotlights or lamps with reflectors. The diagram
indicates the maximum illuminance at different distances away from the lamp.

Integral LED Lamp - A lamp with LEDs, optics, an integrated LED driver or power source and with
an ANSI standardized base designed for connection to an existing luminaire/fixture. These light
sources get sold as retrofits or direct replacements for traditional sources.

JAS8 - Joint Appendix JA8 provides the qualification requirements for high efficacy light sources
installed to comply with Section 150.0(k)of Title 24, Part 6 2016. For the purposes of this Section,
high efficacy light sources include ballasts or drivers if needed for the operation of the light source:

IBULBRITE
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light sources shall be certified together with a driver or ballast. If the light source is inseparable from
the luminaire, the entire luminaire shall meet the requirements of this Section. All qualifying light
sources shall be certified to the Energy Commission according to the provisions in this Appendix.

LED Chip - The light-producing semiconductor device is incorporated into an LED package.

LED Lighting Facts — The U.S. Department of Energy developed the Lighting Facts label for
LED luminaires to provide specifiers and end-users with objective information and facilitate
comparisons.

Light Emitting Diode (LED) - A solid-state semiconductor device that converts electrical energy directly
into light. On its most basic level, the semiconductor consists of two regions. The p-region contains positive
electrical charges, while the n-region contains negative electrical charges. When voltage is applied, and
current begins to flow, the electrons move across the n-region into the p-region. The process of an electron
moving through the p-n junction releases energy. The dispersion of this energy produces photons with visible
wavelengths.

LM79 - An IES-approved method describing procedures and precautions in performing reproducible
measurements of LEDs, including total flux, electrical power, efficacy (lpw), and chromaticity. This applies to
LED products incorporating control electronics and heat sinks (LED luminaires and integrated LED sources).

LMB80 - An IES-approved method for measuring lumen depreciation of solid-state (LED) light sources,
array, and modules. This does not apply to luminaires and does not define or provide methods for estimation

of life.

Polar Luminous Intensity Graph - A diagram illustrating the distribution of luminous intensity for the
transverse and axial planes of the luminaire in candelas. The curve provides a visual guide to the type of
distribution expected from the luminaire, such as wide, narrow, direct, indirect, etc., and intensity.

Power Factor (PF) - A measurement of the relationship between the AC source voltage and current. Power
factors can range from 0 to 1.0, with 1.0 being ideal. We sometimes express the power factor as a percent.
Incandescent lamps have power factors close to 1.0 because they are simple “resistive” loads. The ballast
used in a fluorescent and HID lamp system determines the power factor. “High” power factor usually means
arating of 0.9 or greater.

Pulse-Width Modulation — A method for dimming LEDs by rapidly switching the LED lamp on and
off from hundreds to hundreds of thousands of modulations per second. At such frequencies, LED
flickering is undetectable by the human visual system.

Title 24 - The California Title 24 Building Energy Efficiency Standards aim to ensure new and existing
buildings achieve energy efficiency and preserve outdoor and indoor environmental quality. These
measures (Title 24, Part 6) are listed in the California Code of Regulations. The California Energy
Commission is responsible for adopting, implementing, and updating building energy efficiency. Local
city and county enforcement agencies have the authority to verify compliance with applicable building
codes, including energy efficiency.

TM-21 - IESNA TM-21-11 provides the method for determining when the “useful lifetime” of an
LED is reached, a point when the light emitted from an LED depreciates to a level where it is no longer
considered adequate for a specific application through the use of extrapolated data from LM80
testing. Lumen maintenance of LEDs can vary from manufacturer to manufacturer and between
different LED package types produced by a single manufacturer. TM-21 ensures consistent lumen
maintenance extrapolation methods for all LED manufacturers. TM-21 extrapolations are “best case”
system lifetime estimates and assume that no other failure mechanisms influence the life of the LED
luminaire.

Total Harmonic Distortion (THD) - A measure of the distortion of the input current on alternating
current (AC) power systems caused by higher-order harmonics of the fundamental frequency (60Hz
in North America). THD is expressed as a percentage and may refer to individual electrical loads (such
as ballast) or a building's total electrical circuit or system. ANSI C82.77 recommends THD not exceed
32% for individual commercial electronic ballasts, although some electrical utilities may require lower
THDs on some systems. Excessive THDs on electrical systems can cause efficiency losses as well as
overheating and deterioration of system components.

Transformer — An electrical device that transfers the alternating current of one voltage (stepping it
up or down) to another. Magnetic transformers use a core and coil assembly transformer to start and
operate the lamp. Electronic transformers operate lamps at frequencies above 20,000Hz through the
use of electronic circuitry.

For more information, visit Bulbrite.com
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LED 1, 2,3 or 5 YEAR LIMITED WARRANTY

Bulbrite offers 1, 2, 3, or 5-year limited
warranties on LED products (based on average
household use of 3 hours per day according

to federal estimation standards issued by the
Department of Energy and Federal Trade
Commission).

For product-specific warranty information,
please visit www.bulbrite.com. You can also
find warranty information listed on product
packaging.

If a covered product fails within the specified
warranty period, please contact:

Bulbrite Industries, Inc., 145 West Commercial
Avenue, Moonachie, NJ 07074, 800.528.5555,

info@bulbrite.com.

Bulbrite reserves the right to examine all failed
lamps, components, and/or ballasts and reserves
the right to be the sole judge of whether any
lamps and/or Bulbrite lighting products are
defective and covered under this warranty. This
product will be credited, repaired, or replaced at
Bulbrite's option, and we will not cover associated
labor costs. This warranty will not apply in the
event of conditions demonstrating abnormal use
or stress, improper storage, improper installation,
or extended daily use that is beyond reasonable
operating hours for the intended application.
The warranty is void if the product is not used
for the intention of which it was manufactured.

SHOPBULBRITE.COM

LIMITATION OF LIABILITY

THE FOREGOING WARRANTY CONSTITUTES
BULBRITE'S EXCLUSIVE LIABILITY AND THE
EXCLUSIVE REMEDY TO A CUSTOMER FOR ANY
BREACH OF OR ANY OTHER NONCONFORMITY
OF THE PRODUCTS COVERED BY THIS WARRANTY.
THIS WARRANTY IS EXCLUSIVE AND IN LIEU OF
ALL OTHER WARRANTIES. BULBRITE MAKES

NO WARRANTY, EXPRESSED OR IMPLIED, OR
STATUTORY, INCLUDING, WITHOUT LIMITATION,
ANY WARRANTY OF MERCHANTABILITY OR
FITNESS FOR A PARTICULAR PURPOSE.

ALNVHYVM

NO REPRESENTATIVE, EMPLOYEE, DISTRIBUTOR,
OR DEALER OF BULBRITE HAS THE AUTHORITY
TO MAKE OR IMPLY ANY WARRANTY,
REPRESENTATION, PROMISE, OR AGREEMENT,
WHICH IN ANY WAY VARIES THE TERMS OF THE
WARRANTY SET FORTH ABOVE.

THE BULBRITE PRODUCTS SOLD TO CUSTOMERS
ARE INTENDED TO BE USED ONLY IN THE
APPLICATION(S) SPECIFIED BY BULBRITE. ANY
OTHER USE RENDERS THE WARRANTY EXPRESSED
HEREIN AND ALL IMPLIED WARRANTIES NULL AND
VOID AND SAME ARE HEREBY EXCLUDED.

UNDER NO CIRCUMSTANCES SHALL BULBRITE
BE LIABLE TO CUSTOMER OR ANY THIRD PARTY
FOR CONSEQUENTIAL, INCIDENTAL, INDIRECT,
EXEMPLARY, SPECIAL, OR OTHER DAMAGES
WHETHER IN AN ACTION BASED ON CONTRACT,
TORT (INCLUDING NEGLIGENCE), OR ANY OTHER
LEGAL THEORY, ARISING OUT OF OR RELATED TO
THE PRODUCTS SOLD TO CUSTOMER, INCLUDING
BUT NOT LIMITED TO LOST PROFITS OR LOSS OF
BUSINESS, EVEN IF BULBRITE IS APPRISED OF THE
LIKELIHOOD OF SUCH DAMAGES OCCURRING..
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190125 35 770622 65 772261 44 773116 52
195125 35 770623 64 772262 44 773117 52
196110 35 770624 64 772265 44 773165 53
290111 34 770625 64 772266 44 773166 53
290125 33 770626 64 772273 45 773167 53
291125 33 770629 61 772274 45 773170 52
292115 33 770630 61 772277 45 773171 52
293121 34 770631 61 772278 45 773180 53
293125 33 770632 61 772286 46 773181 53
770571 64 770637 63 772290 46 773190 51
770572 64 770638 63 772297 47 773191 51
770576 63 770640 61 772298 47 773210 55
770577 62 770641 61 772301 47 773211 55
770579 62 770642 61 772302 47 773212 55
770580 62 770643 61 772751 44 773215 55
770581 61 770644 62 772752 44 773216 55
770582 61 770645 62 772755 44 773217 55
770583 64 770647 62 772756 44 773220 55
770584 61 770648 62 772763 45 773221 55
770585 61 771101 49 772764 45 773222 55
770586 64 771102 49 772767 45 773230 56
770587 64 771117 44 772768 45 773231 56
770588 63 771119 48 772775 46 773232 56
770589 62 771120 48 772776 46 773240 56
770590 62 771203 49 772779 46 773241 56
770591 62 771204 49 772780 46 773242 56
770592 61 771205 49 772787 47 773260 57
770593 61 771206 49 772788 47 773261 57
770594 64 771207 49 772791 47 773262 57
770595 61 771208 49 772792 47 773270 57
770596 61 771211 49 772814 41 773271 57
770611 65 771212 49 772815 41 773272 57
770612 65 771218 48 772870 41 773300 58
770613 65 771221 48 772871 41 773301 54
770614 65 772242 43 772873 41 773302 54
770615 63 772243 43 772874 41 774070 39
770616 63 772245 43 772876 41 774230 36
770617 65 772246 43 772877 41 774231 36
770618 65 772248 43 773108 52 774232 36
770619 63 772249 43 773109 52 774233 36
770620 63 772253 43 773110 52 774234 37
770621 65 772254 43 773115 52 774235 37
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774236 37 776627 13 776723 18 776869 10
774237 37 776628 12 776724 18 776870 23
774238 38 776629 12 776725 17 776871

774239 38 776631 30 776726 17 776872 9
774240 38 776632 30 776727 17 776873 14
774241 38 776633 30 776728 17 776875 12
774242 38 776634 31 776756 13 776878 14
774260 37 776635 31 776763 13 776879 14
774261 37 776636 31 776765 16 776880 18
774276 38 776637 31 776767 11 776881 16
774277 38 776638 31 776768 9 776887 13
774278 38 776639 29 776769 1 776888 13
774279 38 776640 29 776771 23 776889 14
774295 40 776641 29 776772 13 776890 14
774296 40 776642 29 776773 13 776891 18
776300 26 776671 23 776774 9 776892 16
776301 26 776679 22 776775 14 776897 14
776302 26 776684 25 776780 18 776899 14
776303 27 776685 25 776781 17 776902 21
776304 27 776688 29 776785 25 776903 21
776305 27 776689 29 776786 25 776904 20
776306 27 776690 31 776787 12 776905 20
776314 26 776691 31 776788 12 776906 21
776316 28 776692 30 776791 18 776908 19
776317 28 776693 30 776792 17 776909 21
776318 28 776694 30 776800 21 776913

776319 28 776695 30 776801 21 776914

776320 28 776696 30 776810 14 776915

776509 15 776697 30 776819 18 776916

776510 15 776698 29 776820 18 776917 10
776511 15 776699 31 776851 25 776918 10
776512 15 776706 14 776853 16 776919 10
776513 15 776707 19 776854 16 776921 22
776580 24 776712 14 776855 13 776922 10
776581 24 776713 19 776857 1 776923 22
776590 24 776714 16 776858 12

776591 24 776715 16 776859 12

776592 24 776718 16 776860 12

776593 24 776719 19 776861 12

776611 14 776720 16 776862 13

776612 14 776721 16 776864 12

776626 13 776722 20 776866 10
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: Moonachie, NJ 07074
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Showroom & Educational Training Center
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2100 North Stemmmons Freeway
Dallas, TX 75207
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